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Magnetron sputtered polycrystalline coatings are widely used, e.g. as protective hard
coatings for cutting tools and medical implants, or as anti-reflection coatings for solar
cells and glasses. For such applications, usually a coating thickness in the micrometer
regime is desired. Hence the industrial sputter process typically involves high deposition
rates (nm/s) and long deposition times (up to hours).
The deposition conditions during the sputter process affect different aspects of the mi-
crostructure such as roughness, texture, and grain size of the film. The microstructure, in
turn, influences the optical and mechanical properties of the coating. The exact relation
between deposition conditions and microstructure formation is not yet fully understood.
Monitoring the material distribution during growth, however, can give valuable informa-
tion about the thin film formation.
In situ X-ray Reflectivity (XRR) measurements are non-destructive and compatible with
the pressure conditions during sputter deposition. Due to their general sensitivity to the
mean electron density, independent of the crystalline sample structure, they can be ap-
plied to a wide range of coatings [Ren09, Yu13]. The measurements allow the monitoring
of the temporal changes of the thickness, roughness and electron density of the film. Due
to the high penetration depth of X-rays, the material distribution at the growth front, as
well as microstructural changes in buried layers, can be observed in real time.
In situ XRR measurements during the sputter deposition with low deposition rates have
been successfully performed e.g. by [Lou94, Chi97, Pev05, Lee08]. In this work, this
method is applied to a hard coating material during application-relevant growth condi-
tions, in particular dealing with high deposition rates.
The first aim of this thesis is the optimization of such in situ XRR experiments. Here
two aspects for the optimization are addressed:
(1) Online monitoring of the in situ data giving instant feedback to the operator of the
coater. This includes the development of guidelines for qualitative real-time interpreta-
tion of the experimental data.
(2) Procedures for detailed quantitative offline analysis of the recorded data, based on
simulations.
As a second goal of this work, the optimized in situ XRR approach is applied to gain in-
sight into the film formation of a specific material system: the monocarbides of transition
metals.
As a model system for this material group, the composite material vanadium carbide




In case of a compound target, the two elements, V and C, which differ significantly in
mass, are sputtered simultaneously from one target. The deposition conditions might in-
fluence the element-specific angular and energetic distribution of the sputtered particles,
which is well known to strongly influence the thin film formation [Bar98, Pet03]. This in
turn might change the chemical composition of the film [Mra13, Nei08]. Depending on
the chemical composition, V-C can form two separate phases, VC1−x in cubic rock salt
structure and amorphous carbon (a-C )[Stu02, EM10a, Pfl84]. This phase composition
influences strongly the microstructure formation [Zha13, Ekl07, Nei08, Lia05]. Therefore
in this work the microstructure formation during deposition from a compound target is
investigated. Two important growth parameters, the DC power and the working gas pres-
sure, are addressed.
In general, the applied DC power affects the number of sputtered particles as well as the
nascent energetic and angular distribution at the target position [Wai78].
The working gas pressure in the chamber influences the mean free paths of the sputtered
particles and in turn their motion through the gas phase [Mah06b, Aek08].
The optimized in situ technique was used to monitor the growth of V-C under different
deposition conditions. For a comprehensive understanding of the film formation, the in
situ results were supported by the use of complementary methods for the investigation of
the chemical composition, textural changes and local variations in the microstructure.
The microstructure formation was monitored at constant deposition conditions. Here al-
ways one of the two growth parameters, DC power and working gas pressure, was kept
fixed. This allowed distinguishing the influence on the film formation due to changes in
the sputter process at the compound target position (DC power) and due to collisions of
the different elements in the gas phase (working gas pressure).
The knowledge, how the material distribution is related to these two growth parameters
at constant conditions, was then used to gain insight in the thin film formation during the
more complex initial growth regime. Here, the influence of fast variations of the pressure
and the power on the initial growth was investigated.
For a fundamental understanding how the in situ XRR data are influenced by variations
in the initial microstructure formation, simulations using a 2D island growth model were
performed.
The growth conditions can influence the average density of a layer. This gives the great
possibility to grow a multilayer structure by the controlled variation of deposition con-
ditions. Such metastructures can significantly enhance the mechanical properties of the
coating compared to single layers [Hol90, Ulr04, Aba08b, Stu09, Kle10]. Moreover, by
performing in situ XRR measurements during the depositon, the periodic modulation of
the microstructure can be observed.
This thesis is divided into three parts:
The first part outlines the fabrication, properties and analysis methods for hard coating
materials. The second part presents the details of the experimental stations, the in situ
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sputter system, sample description, and the details of the simulations of the sputter pro-
cess. In the third part, the optimization of the in situ experiment and the theoretical
approach are outlined, followed by the results of the in situ measurements during the
above-mentioned growth conditions.
Finally, a summary of this work and an outlook are given.

Part I
Fabrication, properties and analysis
methods for hard coating materials
5

1 Sputter deposition from a compound target
Physical vapor deposition (PVD) techniques as e.g. sputter deposition are common depo-
sition techniques for polycrystalline coatings. In this work, the microstuctural evolution
of mono-carbides of transition metals is investigated. Vanadium Carbide films prepared
by non-reactive direct current magnetron sputtering from a compound target serve as a
model system.
In this chapter, the fundamental process of this sputter process is described, based on the
sputter system used for this work. Further details about PVD processes can be found in
[Mat98, Bun01, Dep08].
In this work, the growth of V-C films is monitored. The fundamental processes of the
microstructure formation are therefore presented at the end of this chapter.
1.1 The sputter process
In the following, the sputter process is outlined. A detailed description of the sputter
chamber used for this work, and the deposition conditions for the different samples, is
given in Chap. 5.
Fig. 1.1 shows schematically the important features of a sputter chamber. The sputter
process takes place in a vacuum chamber. In our case, a V-C compound target is mounted
at the top of the chamber. The substrate is located at the bottom of the chamber.
As a first step, the sputtering gas - the inert gas Argon - is let into the chamber via a gas
valve. By applying a high voltage, the Ar atoms are ionized and bombard the target.
On the back side of the target permanent magnets are positioned. Secondary electrons
are generated, which are confined in the magnetic field at the target position, leading to
an enhancement of the ionization process.
When the Ar+ ions bombard the target, atoms are sputtered. Due to the confinement of
the electrons in the magnetic field, a race track is generated.
The sputtered particles move through the gas phase to the substrate. In the gas phase,
they undergo collisions which change their angular and energetic distribution.
Finally, the sputtered particles arrive at the substrate position, and the nucleation process
takes place. The different steps of the sputter process are described in more detail in the
next sections.
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Figure 1.1: Schematic of a sputter chamber during deposition. The main components are
shown.
1.1.1 Ignition of the plasma
The sputter gas is let in the chamber. In our case, a high direct-current (DC) voltage is
applied between the electrodes - the target (cathode) and the grounded substrate (anode).
A free electron collides with the neural gas atom. If the energy of the free electron exceed
the ionization threshold of the Ar atom at 15.7596 eV, the Ar atom is ionized by releasing
an electron (Ar + e → Ar+ + 2 e).
After the collision with an Ar atom, the electron drifts to the anode. On its way to
the substrate, the electron gains energy due to the high field strength, leading to further
ionization of Ar atoms in case of another collision. Another electron is free now and
can ionize further neutral gas atoms. An avalanche-like ionization of the gas takes place,
the so called Townsend avalanche. This quasi neutral and partially ionized gas is called
plasma.
Since there are only a few free electrons in the sputter chamber, a high Ar flux is needed
for the plasma ignition. Besides the ionization, several other interactions occur, e.g. :
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• Excitation, Relaxation and Penning ionization
If the transferred energy is too low to ionize the gas atom, it may be excited to a
higher state (Ar + e → Ar∗ + e). When the system returns to the ground state
(Relaxation), a photon is emitted ( Ar∗ + e → Ar + e + hν). In case of Argon,
this leads to a magenta/pink color of the plasma. Another possibility is the further
ionization of a neutral gas atom via Penning ionization ( Ar∗ + Ar → Ar + Ar+ +
e).
• Recombination
An ionized gas atom and an electron can recombine to a neutral Ar atom ( Ar+ + e
→ Ar). This process is not desired during the sputter deposition, since it decreases
the amount of ionized Ar atoms.
The Ar+ drift towards the target and initializes the sputter process. The interaction of
Ar+ with the target is discussed in the next section.
1.1.2 Interaction of the plasma species with the target atoms
The Ar+ ions from the plasma bombard the target. Several interactions can occur, as
presented in Fig.1.2.
1. A collision cascade can be triggered, leading to sputtering of target atoms.
2. Secondary electrons can be generated.
3. High-energetic Ar+ ions can be incooperated in the target as impurities.
4. For lower ion energies, the momentum of the ion can get reversed by collisions, so
that the ion leaves the surface.
In the following, the processes (1.) and (2.) are described in more detail, since they
are the most important for the sputter deposition process used for this work.
Sputtering of the target atoms
If the maximum energy of Ar+ ions is high, a collision cascade is triggered between the
target atoms as presented in Fig. 1.2 (1). In this process, the atoms are displaced from
their lattice sites. The stopping power describes the energetic loss of the particles along
their path. The stopping power is influenced by the density ρ of the target material.
Due to several collisions, some target atoms will gain a momentum transfer directed along
the surface normal (indicated by green arrows in Fig. 1.2 (1)). Those atoms travel to
the target surface. Only if the kinetic energy of the target atom at the target surface is
higher than its surface binding energy (SBE), the atom leaves the target surface and is











Figure 1.2: The Ar ion bombard the composite target leading to a sputtering of target
atoms. For more details s. text.
sputtered.
The number of sputtered particles per incident ion is defined as the sputtering yield Y.
Due to the collisions in the target, the sputtered particle leave the target in a cosine-close







where θ is the polar emission angle. ci are fitting parameters with
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called the nascent angular distribution in the following chapters.
As stated above, a V-C composite target is used for the preparation of the thin films.
Hence, V and C atoms atoms are sputtered from the target simultaneously [Adj95, Lia04,
Lia05].
For single element targets, a higher DC current leads to a higher flux of Ar+ ions , an
increase in the applied DC voltage increases the energy of the impinging Ar+ ions [Wai78].
Changes in the nascent angular and energetic distribution can occur when changing the
applied DC Power.
C and V vary significantly in their mass (12 amu and 51 amu). Furthermore, they have
different SBEs. Values for the SBEs are known for only few materials. However, the
heat of sublimation is commonly used as SBE. Assuming single element targets, values
of the SBE for V of 5.33 eV and for C of 7.41 eV are reported in literature [Moe88,
Sri14]. For compound targets, usually the values for the SBE and ρ are approximated
by a linear combination of the individual SBEs weighted to their fraction in the target
[Moe88, Nei08, Mra13]
The influence of the DC Power on the sputter process from a V-C compound target will
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be discussed in chapter 9.
Generation of Race Track
During the Ar+ ions bombardment which leads to the sputtering of the target atoms (s.
Fig 1.2), additionally secondary electrons are generated (2). These electrons are trapped
in the magnetic field created by permanent magnets, which are mounted on the backside
of the target. This leads to a higher ionization process of the Ar atoms close to the target
surface. As a result, the high Ar flow, needed for the plasma ignition, can be reduced.
Due to the confinement of the plasma close to the target, an erosion track or racetrack
on the target surface is generated. The race rack of the target (s. Fig. 1.3) can be
approximated by a Gauss function. It describes the probability at which distance x from











µG corresponds to the distance between the center of the target and the center of the
racetrack. σG is estimated form the visible width w of the erosion track assuming w2 =
3σG. The race track is important since sputtering of target atoms is mostly restricted
to this area. A broader racetrack, e.g., allows the removal of more target atoms than a
narrow race track.
1.1.3 Motion of the target atoms through the gas phase
The sputtered atoms travel through the gas phase towards the substrate. In the gas
phase, they collide mostly with the gas atoms. Collisions with ions and electrons as well
as multi-atomic particles can be neglected, since the concentration of these species is
negligibly small compared to the concentration of the gas atoms (ratio in the order of
10−3)[Aek08].





where kB is the Boltzmann constant, T the temperature, p the pressure of the gas, and
σccs is the collision cross section.
The collision cross section can be calculated via kinetic gas theory in the hard sphere
approximation. Here the sputtering gas is assumed to be a Maxwellian gas. From this






Figure 1.3: Image of the V-C target. The racetrack is indicated by circles.
assumption it follows:






where rs,rg are the radii and ms,mg the masses of the sputtered and the gas atom,
respectively.
In the previous case, σccs was assumed to be constant in time and space. In reality, σccs
depends on the nascent average energy of the sputtered particle Esp. According to the
empirical study of [Rob79], for Esp > 1eV, the energy-dependent mean free path λ(Esp)





Using λ(Esp), the number n of collisions of the sputtered particle with Ar+ ions s given






where dT S is the target-substrate distance.
When the sputtered particles undergo collisions with the gas atoms, they lose energy. The
final energy Efinal of a sputtered particle is determined in the hard sphere approximation
via:
Efinal = (Esp − kB T ) exp (n ln(Ef /Ei)) + kB T, (1.7)
where the ratio of the energy before and after a single collision of the sputtered particle
with an Ar atom is given by




Furthermore, the collisions lead to a change in the angular distribution of the sputtered
particles. Using classical scattering theory and assuming a spherically symmetric inter-
action potential V (r), the polar scattering angle θcom in the center of mass system using
classical scattering theory is given by [Aek08]:















where Ecom is the kinetic energy of the sputtered particle in the center of mass system, b
is the impact parameter. R is the largest value for which g(R) = 0.
The impact parameter b is defined between 0 and bmax. bmax is the maximum impact pa-
rameter for the minimum deflection at Θmin. Θmin is an arbitrary value, usually between
0.2 and 2 ◦.
The collisions in the gas phase influence the deposition rate. The Keller-Simmons
formula expresses the dependence between pressure and deposition rate, as well as the
target-to-substrate distance dT S [Die05, Alv14]:














Figure 1.4: The sputtered particles drift to the substrate and diffuse. For more details s.
text.









where F0 is the deposition rate at the target position.
As already mentioned above, C and V vary significantly in their mass. This influences
the sputtering process at the target position, as described in Sec. 1.1.2.
In addition, this significant difference in mass will additionally influence the behavior of
the single elements during their transport through the gas phase. Both materials have
different collision cross sections. Depending on the working gas pressure, element-specific
variations in the angular and energetic distribution of the sputtered atoms might occur.
This might lead to variations in the chemical composition. Changes of the film formation
due to the working gas pressure will be discussed in chapter 10.
1.1.4 Interaction of plasma species and the substrate
The sputtered particles imping on the substrate with a certain impingement rate. Their
energetic and angular distribution is determined by the sputtering at the target position
and their collision in the gas phase as described in Sec. 1.1.3.
In Fig. 1.4 the important processes are illustrated: The sputtered atoms can be (1) ad-
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sorbed or (2) reflected from the substrate. On the surface, the atoms can (3) diffuse or
(4) re-evaporate (desorption). (4) High energetic Ar atoms can be implemented in the
surface, leading to defects in the film.
Those processes will influence the film formation of the polycrystalline coatings as de-
scribed in the next section.
1.2 Thin film formation
Thin films exhibit a wide variety of microstructures characterized in terms of grain size
and crystallographic orientation, lattice defects, phase composition, and their surface mor-
phology.
Typically thin films are deposited at growth temperatures well below the melting point.
Hence, the thin film growth takes place under non-equilibrium conditions, far way from
the thermodynamic equilibrium.
In this work, the film formation of Vanadium carbide is monitored. The interaction of 2 el-
ements in the material system influence the film formation. In this section, as a first step,
basic aspects of the film growth during sputter deposition are described. The strong influ-
ence of the C content in the film on the microstructure and morphology will be discussed in
more detail in Chap. 2. For more details we refer to [Mat98, Tho00, Pet03, Iba06, Lüt10].
The thin film formation proceeds in the following steps, which are schematically shown
in Fig. 1.5: nucleation, island growth, impingement, coalescence and formation of the
islands, and the development of a continuous structure, and film growth. The adsorbed
particles diffuse along the surface. The diffusion can be described by the diffusion equation
~j = D ∇ρ, (1.12)
where D is the diffusion coefficient. The diffusion equation relates the adatom current
~j with the diffusion current, given by the gradient of the adatom density.








where τad is the time, an adatom has to diffuse. This time is inversely proportional to
the impingement rate FI . A higher flux hence leads to a reduction of the diffusion length.
Clusters are formed, which grow either due to binding of diffusing atoms or by direct
impingement of other atoms. These clusters are called nuclei [Tho00].
This very first stage is called primary nucleation.
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adsorption, diffusion, primary nucleation
island growth
impingment and coarsening of islands
formation of polycrystalline islands
Continous structure and film growth
Figure 1.5: Scheme, showing the several stages of microstructural evolution. Adapted
from [Pet03].
Secondary nucleation takes place, if during the growth and coalescence of the islands,
the coverage of the substrate decreases. Uncovered regions on the substrate exist, where
again atoms can form nuclei.
Repeated or re-nucleation processes can occur e.g. if the growth of an island is blocked
due to impurities.
In the simplest case, the nuclei are randomly oriented [Pet03]. They grow in size due
to diffusion of other atoms or by impingement of sputtered atoms. A crystal is formed.
Its orientation in the simplest case is defined by the orientation of the nuclei.
If crystallites touch, they coalescence. Coarsening processes can occur due to differences
in the average energy of the atoms in two neighboring islands [Bar98]. The atoms can
detach from or attach to islands. Moreover, atoms can move from one island to another
due to diffusion.
Due to Ostwald ripening - a large island can increase in size by the diffusion of atoms
from a smaller island. In this process, the covered fraction of the substrate decreases.
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The generated voids might be filled by newly arriving particles (Secondary nucleation).
Often in the case of sputter deposition, the diffusion is limited. The further growth is
influenced by shadowing effects and competitive grain growth.
Shadowing effects occur when condensation at one side of a free-standing column is en-
hanced in expense to hidden areas [Pet03]. This leads to the growth of porous coating
structures.
For two crystals with different orientation according to the types of their growing faces,
competitive grain growth occurs. In this case, the crystal, which grows faster, will over-
grow the slower growing crystals. This usually leads to the growth of strongly textured
V-shaped columns. This competition ends, if all crystallites exhibit the same orientation.
Impurity species can be adsorbed, segregated or dissolved in the crystal structure
[Bar98].
They either inhibit or promote the above-mentioned structure formation as grain growth,
and texture development. The influence of the impurity strongly depends on the chemical
interaction of the metal and the impurity.
If the surface is completely covered, constant re-nucleation takes place. In this case, the
thick film consists of two phases - crystals, which are overgrown by layers of an impu-
rity phase. The impurity phase inhibits the grain boundary migration. This can lead to
a decrease in the grain size and a suppression of a strong texture. However, the influ-
ence of the impurities on the thin film formation strongly depends on the amount of the
impurities.
1.3 Summary
In this chapter, the fundamental processes of DC Sputtering from a compound target was
outlined. The target contains out of the two elements V and C, which differ significantly
in their properties, e.g. mass.
This can influence -element-specific- the angular and energetic distribution of the particles,
which arrive on the substrate.
The microstructure formation is dominated by the non-equilibrium conditions during
sputtering process. This influences the thin film formation for single element films. In
this work, the emphasis lies in monocarbides of transition metals. Hence, the growth
process involves 2 elements. Their properties and variations in the microstructure due to
different chemical composition are presented in the next chapter.

2 Hard coating materials
Hard coatings are nowadays commonly used for tools, artificial medical implants and
many other components to improve their duration of life.
Mono-carbides of transition metals form a major group of these materials. In general they
are complex material systems, however among themselves they have similar properties.
The main emphasis of this work lies on the investigation of Vanadium Carbide thin films,
which serve as a model system for monocarbides of transition metals.
In the following, the main properties of this material group are presented.
2.1 Hard materials: monocarbides of transition metals
Hard coatings usually exhibit a hardness higher than 20 GPa. Diamond, for comparison,
can exhibit hardness between to 70-150 GPa [Iri03]. However, for most of the applications,
the desired properties -besides high hardness - are a good adhesion to the (metallic)
substrate, good toughness, and a low friction coefficient [Tot71, Rei09, Bun01].
Two important groups of the hard materials are [Sch07]:
• metallic hard materials: Bonding of one or more transition metals of the group IVa
to VIIa to the elements C,N,B,Si, and sometimes P,S and O.
• nonmetallic hard material: Covalent bonding of different elements as B,C,N,S to
each other. Moreover, hard coating materials as AlN and SiC are belonging to this
group. The most famous hard material of this type is diamond.
In this work, we focus on carbides of transition metals (TM-Cs) including, e.g., Ti-C,
V-C or Ta-C.
TM-Cs have a good adhesion to metallic substrates since their dominant chemical bond-
ing is metallic. The C content in the film leads to low-friction coatings. Therefore, they
are used for wear-resistant protective coatings of cutting tools, tribological applications
and abrasion-resistant layers on optical components [Aba08a, Jan13].
TM-Cs are similar in their properties amongst each other due to the comparable size of
the atoms, the electronic structure and the electronegativity of C [Tot71, Rei09, Bun01].
Table 2.1 summarizes some of the important properties of the TM-Cs of group IV and
V. All TM-Cs have a high hardness above 20 GPa. Due to their very high melting point
around 3000 ◦C, they are often called refractory carbides. They are usually metallic in
they electrical, optical and magnetic properties. The properties are usually comparable
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Melting Tem-
perature
Microhardness Structure Lattice Param-
eter
X-ray density
[◦C ] [GPa] [Å−1] [g/cm3]
Group IV
TiC 3067 28.44 Rocksalt 4,328 4,91
ZrC 3420 25.50 Rocksalt 4,698 6,59
HfC 3928 26.48 Rocksalt 4,166 12.67
Group V
VC 2830 28.44 Rocksalt 4,140 5.77
NbC 3600 23.54 Rocksalt 4,240 7.79
TaC 3950 24.52 Rocksalt 4,577 14.5
Table 2.1: Properties of monocarbides of Group IVA and VA - transition metals after
[Tot71, Pie96, GES14, ICS14]
to the pure transition metals[Aba08a]. Furthermore, they are chemically stable at room
temperature.
However, the here presented values depend on the investigated films. Variations in the mi-
crostructure due to different deposition conditions were reported by e.g. [Lia05, Aba08a,
Teg09]. Due to the non-equilibrium conditions of the sputter process, the microstructure
of the coating can be drastically influenced by the deposition conditions. The microstruc-
ture of TM-C depends strongly on the C content in the film as shown in the next section.
2.2 Influence of the chemical composition
Fig. 2.1 (a) shows schematically the binary phase diagram of TM-Cs. The TMs usually
crystallize in bcc or hcp structure. In the TM-Cs, the carbon atoms occupy the interstitial
position, forming a NaCl-Rocksalt structure with slightly increased lattice parameters (s.
Fig. 2.1 (b)).
According to [Häg31], those interstitial compounds are stable if the ratio between the
radius of the metal (rT M ) and the carbide (rC) is within 0.43 < rT M /rC <0.59, which is
fulfilled for all TM-Cs of Group IV and Group V.
However, it is very rare that the C atoms fill all octahedral sides in the unit cell. The
occupation of the interstitial position is given only by certain probability p = 1 − x.
For very low C content, the occupation of the interstitial positions is strongly reduced
and the carbide structure is less stable. Carbon vacancies can lead to the formation of
superstructures with vacancy ordering ,e.g., Nb6C5 or V8C7. Additionally, due to stack-
ing faults, defects structures are observed, e.g., Ta4C3 [Lip05, Jan13].
With increasing C content (usually between 35-49 at.%), a thermodynamical stable struc-
ture evolves. For even higher content of C in the TM-C coating, phase separation



























Figure 2.1: (a) Schematic binary phase diagram of TM-C (adapted from
[Mur87],[Jan13]),(b) Rocksalt structure. The non-metal sublattice sides are only randomly
occupied.
occurs. Besides the rocksalt structure (TM-C1−x) amorphous C (a-C) is coexisting
[Stu02, EM10a, Pfl84].
In this work, the presented VC1−x films exhibit C contents above 37 at.% (s. Chap.
10). This value corresponds to the lower range for thermodynamical stable structures in
NaCl structure. The maximum occupation of interstitial position of C has been found
for VC0.92 at C=48 at.% for equilibrium structure [Lip05]. For higher C content, the
above-mentioned phase separation occurs.
The chemical composition influences the microstructure evolution. [Sun10], [Lip05]. Fig.
2.2 shows schematically the evolution of the coating structure with increasing C content.
With higher amount of C the grain size decreases. The grains have the typical NaCl-
structure, while a-C is located at the grain boundaries. With even higher C content, the
coating structure resolves in nanoclusters, which are embedded in a a-C cluster.
This is in good agreement with the experimental findings reported in literature.
[MM09] investigated the influence of the C content in Ti-C. The films were deposited us-
ing two single targets of Ti and C. The C content was changed by variation of the applied
power of the targets. The chemical composition was determined using electron energy
loss spectroscopy. The microstructure was investigated by TEM, SEM and ED. For low
C content < 5 % atm., single-phase TiC was found. With increasing C content, the grain
size is reduced. The amount of the amorphous phase increases. At high C content, the
grain size is strongly reduced size. The grains are embedded in an amorphous C matrix.
They state, that C hinders the grain growth.
[Ned11] investigated the NbC system. The films were prepared by dual DC magnetron








increasing total carbon content
Figure 2.2: Schematic of the evolution of the microstructure depending on the C content,
adapted from [Jan13].
sputtering. The carbon content from 43 to 64 at.% was achieved by changing the applied
power. The chemical composition was determined by XPS measurements. The TEM
images showed small crystallites which are embedded in a amorphous C matrix. With
increasing C content, the grain size decreases due to the hindering of the grain growth.
[Sam12] investigated the influence of C content in Ti-C systems. The films were prepared
by reactive sputtering from a metal Ti target. The composition was determined by X-ray
photoelectron spectroscopy. X-ray diffraction measurements showed an decrease in grain
size with increasing C content. The identified three groups depending on the C content:
nanocomposite Ti/TiC, nanocrystalline TiC and embedded TiC grains in an amorphous
matrix.
The evolution of the microstructure depending on the C content is in good agreement
with the phase diagram. The changes in the microstructure are driven by the coexisting
phase. The decrease in grain size in case of higher C content is due to the agglomera-
tion of C at the grain boundaries, which hinders the grain growth during the deposition
[Stu02, MM09, Sam12, EM10a].
Deposition conditions can change the C content in the film and hence lead to composition-
induced changes of the microstructure. This will be discussed further in Chap. 10. By the
controlled change of the growth parameters it might be possible grow a multilayer system
of layers with different microstructure. Properties of multilayer systems are presented in
the next section.
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2.3 Multilayer coatings
One approach to enhance the properties of a coating is the fabrication of multilayer
systems [Hol90, Ulr04, Aba08b, Kle10, Stu09]. Those systems are usually grown by alter-
nating layers of two materials combining their attractive properties. Multilayer systems
can provide barriers for dislocation motion, which increases the hardness and toughness
of the coating.
Successful hard coating multilayers have been reported in literature (s. Review [Stu09]).
A strong enhancement in hardness was found for several systems e.g. for Ti-N/V-N ,
Ti-C/V-C and Ti-C/Nb-C superlattices. However, it is reported that the improvement of
the single properties as hardness or toughness strongly depends on the individual layer
thickness.
Besides the variation of the chemical component of the bilayer, multiphase crystalline/amor-
phous layer have been produced e.g. in Ti-S-N systems. Here the amorphous layer is in-
troduced to block the columnar growth of the crystalline layer. This is a desired process,
since the grain boundaries of the columns can lead to cracks and hence to a failure of the
multilayer structure.
The growth process of a multilayer system is more complex compared to a single layer
due to the optimization of the deposition process of two different materials. Multilayer
growth of hard coating is often successful for laboratory deposition systems, but fails in
case of larger production for industrial use [Stu09].
Therefore, it is desirable to reduce the complexity of the deposition process of such sys-
tems.
As stated above, the microstructure of TM-C depends on the chemical composition and
can be influenced by the growth conditions. Hence it might be possible to achieve the
fabrication of multilayer systems using one compound target.
[Bul96] tried to achieve such a multilayer system by the variation of the applied bias
during the sputtering of Ti-N. An improvement of the properties was realized, however
the multilayer structure could not be resolved by SEM and XRR. The same result was
found by [Yoo96], who alternated the growth temperature during deposition of a-Si:H.
However, in this work, the multilayer structure was not confirmed by TEM or XRR.
A more promising approach was reported by [Li11]. A multilayer structure was grown by
alternating the bias during the sputter process in a diamond-like carbon system. They
exploited, that structural changes occur, since the alternation of the bias changed the
bonding of C (1sp2(Soft Carbon), 1sp3(Hard Carbon).
As a last example, the result of [Lai11] is presented. In this work a confirmed multistruc-
ture was produced by the use of two different deposition techniques in one chamber. Here
a C/C multilayer system was grown by sequentially changing the deposition technique
(radio-frequency sputter deposition and plasma assisted chemical vapor deposition).
In chapter 13 the growth of a V-C/V-C multilayer systems by the controlled variation of
the gas pressure will be presented.
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2.4 Summary
In this chapter, the main properties of monocarbides of transition metals were outlined.
TM-Cs are complex material systems. However, among themselves they have similar
properties. Their mechanical properties strongly depend on the chemical composition,
which influences - beside the deposition conditions - the coating structure.
Since a similar growth behavior is expected for all TM-C, as model system, the thin film
formation of vanadium carbide (VC1−x ) is investigated. Due to its hardness at high
temperatures, it is a promising material system for future tribological and engineering
applications. For high C content, phase separation in VC1−x and a-C can occur. An
enhancement of C in the film leads to the hindering of the grain growth. The coating
structure is hence not only influenced by changes in the energetic and angular distribu-
tion (s. Chap. 1.2), but also driven by variations in the chemical composition. Those
composition-induced changes in the microstructure give the opportunity to grow multi-
layer systems using only one material (s. Chap. 13).
3 X-ray reflectivity (XRR)
Hard coatings such as VC1−x can have various coating structures as shown in chapter 2.
X-ray Reflectivity (XRR) measurements are independent of the crystalline structure and
can be applied to almost any coating [Ren09, Yu13]. They are used for the investigation
of the thickness, roughness and mean electron density of films.
In this chapter, the fundamentals of specular XRR after growth are presented, which
serve as a basis for the calculation of the in situ XRR in Chap. 8. The typical features of
such curves are presented. Interfacial roughness leads to diffuse scattering. The basics of
diffuse scattering are outlined. The temporal changes in the diffuse scattering during the
growth are presented in Chap. 13. Further details about standard XRR measurements
can be found in [AN11, Lek87, Pie04, Tol99].
3.1 Scattering of X-rays
X-rays are electromagnetic waves with wavelengths in the range of 0.01 to 10 nm. This
corresponds to frequencies in the range 30 PHz to 30 EHz and energies in the range 100
eV to 100 keV.
In vacuum, a electromagnetic plane wave is given by its electric field vector ~E(~r)
~E(~r) = ~E0 exp (i~k~r) (3.1)
where ~E0 is the amplitude of the electromagnetic field and ~k is the wave vector, with
k = 2πλ . λ is the wavelength of the electromagnetic wave.
.
If the X-rays penetrate a medium, the wave propagates according to the Helmholtz
Equation
[∆ + k2(~r)] ~E(~r) = V (~r) ~E(~r). (3.2)
The potential V (~r), interacting with the electromagnetic wave, can be described by the
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refractive index n(~r) of the medium. The Helmholtz Equation is then given by
∆ ~E(~r) + k2 n2(~r) ~E(~r) = 0. (3.3)
Here only the propagation of the electric field is considered, since the magnetizing field
~H has only a considerable influence in case of polarized X-ray radiation (in case of mag-
netic materials).
The refractive index for N atoms, assuming to be harmonic oscillators with a resonant
frequency ωi, in a unit volume is expressed as






ω2i − ω2 − 2iω ηi
, (3.4)
where ω is the frequency of the incoming wave, e the charge and m the mass of the
electron, ηi are damping factors, fi is the atomic form factor.
fi are in general complex and depend on the wavelength of the incoming wave:





where f ′i(λ) and f
′′
i (λ) account for correction due to dispersion and absorption. f
0
i can
be approximated by the number Zi of the electrons of an atom in the unit volume.
The frequency ω of the X-rays is larger than the resonant frequency of the atoms ωi,
therefore Eqn. 3.4 is usually written as
n(~r) = 1 − δ(~r) + i β(~r). (3.6)
























where re is the classical electron radius, ρe the electron density of the film and µ(~r) is
the linear absorption coefficient.
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In case of a homogenous medium and far away from absorption edges, Eqn. 3.7 simplifies
to






In the X-ray regime, δ is always positive and in the order of 10−6. As a result, the
refractive index n is always slightly smaller than 1. β is usually 2 orders of magnitude
smaller.
3.2 Specular X-ray reflectivity
In case of specular X-ray reflectivity, the angle αi of the incoming wave and the angle αf
of the reflected beam are kept equal with respect to the the surface of the interface (s.
Fig. 3.1).
In this case, the momentum transfer ~q is directed perpendicular to the surface (here
denoted as z-direction). The z-component of ~q is given by:
qz = 2|~ki| n sin(αi). (3.10)
A part of the incoming X-ray (~kzi ) is reflected from the interface (~k
z
r ), while another
part is transmitted (~kzr ). The z-components of the wavevectors of the incoming, reflected
and transmitted X-ray beam, ~kzi,f,t, are related to the angles via
kzi,f,t = |~ki| n sin(αi,f,t). (3.11)
The relation between the amplitudes r = ~Ef : ~Ei for reflection and t = ~Et: ~Ei for trans-
mission are described by the Fresnel coefficients. For s-polarization, r and t are calculated













The reflectance R and the transmission T of the impinging plane wave are given by










Figure 3.1: Scheme of the X-ray reflectivity geometry, showing the notation used in the
text.
R(α) = |r(α)|2
T (α) = |t(α)|2 |kz(α)/kz(α)| (3.13)
Eqn. 3.13 can be applied for scattering at one interface. For systems with more layers,
the scattering process at each individual layer has to be calculated.
For this calculation, the Parratt-Algorithm can be used [Par54]. It is a recursive algo-
rithm, which calculates the ratio of the amplitudes of the reflected and transmitted partial
waves in each layer. This algorithm is used in this work and extended to growing films.
It will be described in more detail in Chap. 8.
For a typical measurement of the specular XRR, the angles αi and αf are changed,
keeping the relation αi = αf .
In the following, typical features of such an XRR curve are presented.
3.3 Characteristic features of the specular XRR curve
Three characteristic features of an XRR curve, namely the critical angle, intensity oscil-
lations and the slope, provide information about the properties of the thin film. They are
described in the following using the one layer system of a V-C film on a silicon substrate.
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Figure 3.2: Simulated XRR curve of a 20 nm thick V-C film on Silicon substrate.
3.3.1 The critical angle
Fig. 3.2 shows the specular XRR curve simulated for a V-C film on a silicon substrate.
For small qz, the normalized intensity is one. The intensity decreases only when the scan-
ning angle is larger than the critical angle αc .
Snell’s law describes the relation between the incidence, exit angle, and refraction, if
light passes through a boundary of two media.
If one media is vacuum (nvacuum = 1), the Snells law reduces to
cos(αi) = n cos(αt). (3.14)
αi, the incidence angle, and αt, the angle of refraction, are defined in respect to the
boundary.
Since n < 1 in the X-ray regime for any material, Total External Reflection (TER) occurs
if the incidence angle αi is smaller than the critical angle αcrit. At αcrit, the X-ray beam
is not reflected and the refracted beam propagates parallel to the surface of the interface.
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Since αt = 0, and αc is usually small (< 1◦),








αcrit is directly related to the mean electron density ρe, since δ ∝ ρe (s. Eqns. 3.7 and
3.9).
3.3.2 Kiessig fringes
For system with several interfaces, the reflected intensity is characterized due to interfer-
ence effects occur due to different refractive indices.
This leads to a optical path difference ∆ of the X-rays, reflected at the surface of the
individual layers [Kie31].
In case of two interfaces, maxima are found for




while minima are found for
∆ = mλ m = 0,1,2.... (3.18)
For αi > αcrit, oscillations, theKiessig Fringes, arise (Fig. 3.2). For maximum positions
at α1 and α2, the following relation is found:
∆ = 2 D [sin(α2) − sin(α1)] = λ ↔ D =
λ





Hence the film thickness D is related to the period of the Kiessig fringes ∆qz.
3.3.3 Influence of roughness
In reality, all layers exhibit height fluctuations z̃(x,y) around their mean height 〈z(x,y)〉
at the point ~r = (x,y), as schematically shown in Fig. 3.3 (a).
The roughness σ of the film can be described by the root-mean-square roughness, which
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Figure 3.3: (a) Scheme of a rough film. Here the fluctuations around the mean height
can be described by a Gaussian distribution. (b) Development of the potential V for the
unperturbed (left) and perturbed (right) case. The potential V is proportional to the mean




〈(z(x,y) − 〈z(x,y)〉)2〉 (3.20)
The fluctuations around the mean height can be often described by a Gaussian distri-
bution. In this case, the transition of two layers can be approximated using a tanh- or
erf -profile [Tol99].
In case of rough interfaces, the potential V (~r) in Eqn. 3.2 decomposes into an unper-
turbed part V0 of the perfect flat surface and δ V , representing a weak disturbance due
to the roughness. Fig. 3.3 (b) shows schematically the development of V = V0 + δ V for
a flat (left) and rough interface.
In case of a flat film, a finite step in the potential is visible, which is defined by the
difference of ρe of both media. Roughness leads to a continuous transition of the depth
profile of electron densities and hence to a continuous development of the potential V (z).
For small roughnesses (σ ≪ D), an effective Fresnel coefficient (modified by the Nevot-
Croce-Factor [Nev80, Sin88]) is used for the calculation of the specular intensity:
r̃j = rj · exp[−2ikjz kj+1z (α,t)(σj)2], (3.21)
where in this example, j = 2 corresponds to the V-C film, j = 1 to the Si substrate,
and j = 0 to vacuum.
Due to the roughness of the layers, the specular intensity decreases. Interfacial roughness
gives rise to intensity in the off-specular direction, the so-called diffuse scattering, which
will be described in the next section.
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3.4 Diffuse scattering
As stated in the previous section, interfacial roughness gives rise to intensity in the off-
specular direction (qx,y 6= 0). The scattering geometry is schematically represented in
Fig. 3.4.
The diffusely scattered intensity can be calculated on the basis of the distorted-wave Born
approximation [Sin88, Pie04]. The height fluctuations of the smooth surface are assumed






exp(q2z C(x,y)) exp(−i (qxx + qyy))dxdy, (3.22)
where C(x,y) is the height-height correlation function
C(x,y) = 〈z̃(x − x′,z − z′) z(x,y)〉. (3.23)
With C(x,y), the surface is described statistically. It provides quantitative information
about lateral correlations and height variations.
In multilayer systems, the incident X-rays scatter at each rough interface.
The correlation function for each interface and their cross correlations needs to be con-
sidered:
Cij(x,y) = 〈 zi(x,y)zj(x,y)〉, (3.24)
where i and j correspond to different layers i and j. Fig. 3.5 (a) shows schematically
different multilayer structures: (1) an ideal multilayer structure with perfectly flat inter-
faces, (2) a perfectly correlated multilayer in vertical direction, and (3) an extreme case
of an uncorrelated multilayer systems.
In the later case, Cij = 0, the diffusely scattered intensity of each layer adds up incoher-
ently. The average of the scattering cross sections of the interfaces is measured.
For a perfectly correlated multilayer, the scattering signal of equivalent layers are mea-
sured. However, in most cases, the multilayer systems are only partially correlated.
Fig. 3.5 (b) shows schematically the distribution of the diffusely scattered intensity for a
partially correlated multilayer system. The red line corresponds to the specular reflected
beam at qx=0. The gray area are not accessible, since in this case αf < 0 or αi < 0 in
case of coplanar geometry.
For a partial correlation of the roughness of the layers, maxima are visible (1), occuring
due to resonant diffuse scattering (RDS). The intensity stripes along q|| are located at the







Figure 3.4: Scattering geometry of XRR measurements. Interfacial roughness gives rise to
























Figure 3.5: (a) Schematic of multilayer structures: (1) ideal multilayer, (2) with perfect
correlated roughness, and (3) with uncorrelated roughness. (b) Scheme of a diffuse XRR
map indicating the characteristic features in case of measuring a multilayer system with
correlated roughness. The gray dotted line indicates More details s. text.
multilayer peak positions (2) in qz. Bending of the stripes can occur due to refraction.
Due to the similarity, they are often called bananas.
Another important feature of the diffuse map is the so called Yoneda wings. They appear
independent if the roughness of the system is correlated or not if αi = αcrit of αf = αcrit.
Hence their position in reciprocal space is a direct measure for the electron density (s.
Eqn. 3.16).

4 X-ray Photoemission spectroscopy (XPS)
The chemical composition of the VC1−x/a-C thin films is important, since it influences the
microstructure formation (s. Chap. 2). In this work, X-ray Photoemission Spectroscopy
(XPS) used for the determination of the chemical composition and the chemical bonding
in thin films.
In this chapter, the basic principle of XPS is outlined. The characteristic features of an
XPS spectrum are presented. Different background subtraction methods are discussed.
4.1 Basics of X-ray photoemission spectroscopy
if an electron within some material absorbs the energy of one photon and acquires more
energy than the work function (the electron binding energy) of the material, it is ejected.
In the following, the basic principle of XPS is outlined, based on [Bri03, Mou92, Fai05,
Wat03].
In general, XPS uses the external photoelectric effect: Photoelectrons are emitted from a
solid if they absorb energy from photons (s. Fig. 4.1 (a)).
For an XPS measurement, the sample is illuminated by soft X-rays as illustrated in Fig.
4.1(b).
The kinetic energy Ekin of the emitted photoelectrons is detected via an electron energy
analyzer.
This method is very surface sensitive (in the regime of few nm) due to the low inelastic
mean free path λ(Ekin) of the electrons.
Measurements are performed in ultra high vacuum chambers to allow first the photon
to reach the sample and secondly the emitted electrons to travel to the energy analyzer.
Additionally surface contamination and beam induced damages are reduced.
The binding energy EB corresponds to the energy difference between the initial state of
the atom and its final state after the ionization. The probability for this transition can
be estimated in first approximation by Fermis golden rule. The binding energy EB of the
photoelectrons is EB = hν − Ekin, where hν is the energy of the X-ray photons.
For each element, a unique set of EB for the different atomic orbitals exists, hence XPS
is an element-sensitive method. In addition to that, different chemical bonding leads to
slight shifts in the binding energy due to different chemical potentials.
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Figure 4.1: (a) Scheme of the emission of a photoelectron due to the irradiation of X-rays.
(b) Scheme of an XPS chamber showing X-ray tube, sample and electron energy analyzer
4.2 Characteristics of XPS spectra
In the following, the characteristic features of an XPS spectra is presented. As an exam-
ple, Fig. 4.2 shows the XPS spectra of a VC1−x/a-C film using Mg as an anode material.
The details of the experiment are described in Sec. 5.
The photoemission peaks of V are highlighted in Fig. 4.2 (a) (orange boxes). The V2s
and V3s peaks result from photoelectrons from the s-orbital of the second and third shell,
respectively. V2p is splitted into the Vp1/2 and Vp3/2 peaks due to spin-orbit-coupling.
Besides photoemission lines, other peaks arise in the spectrum. (1) Auger electrons are
arising due to the relaxation of the excited ions. The LMM - transition of V is depicted
in Fig. 4.2 (a) (blue boxes). (2) In case of an unmonochromatized X-ray beam, satellite
peaks occur due to different fluorescence lines of the anode material. Further character-
istic features of an XPS spectrum can be found in [Mou92].
Assuming a smooth and homogenous film with a minimum thickness of 10 nm, the inten-
sity of a photoemission peak of an element A with a core level N is given by
I(A,N,hν,Ekin) ∝ c(A) · σ(A,N,hν) · T (Ekin) · λ(Ekin)︸ ︷︷ ︸
R.S.F
, (4.1)
σ(A,N,hν) is the cross section of the for the investigated transition, c(A) the atomic con-
centration of the element in the sample and T (Ekin) is the transmission function of the
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Figure 4.2: XPS spectrum of a VC thin film. The photoemission peaks of V and the
Auger line of V (VLMM ) are highlighted.
used electron analyzer.
The product σ · λ(Ekin) · T (Ekin) can be described a relative sensitivity factor (R.S.F)
which depends on the instrument used for the measurement.
For the determination of the chemical composition, the peak area has to be determined.










where I(A) and I(B) are the peak area of the main peaks of element A and B, respectively.
For the determination of the peak area, the background due to multiple scattering of the
electrons needs to subtracted. The background is strongly dependent on the microstruc-
ture of the material and the used element. In general, three background subtraction
methods are used: linear, Shirley and Tougaard background.
Fig. 4.3 (a) shows the three different background methods applied to the V2p peak. The
most simple background is the linear background (red line) assuming just a straight line
between two points right and left of the peak. The Shirley background (blue line) is
proportional to the peak area above the background in the given range. The Tougaard
background (green line) is based on the universal cross-section approach. The linear and
the Shirley background are strongly dependent on the end points of the integration range.
For both backgrounds it is possible to generate negative peak areas. In Fig. 4.3 (b) the
V2p peak is shown after background subtraction. The peak area is strongly influenced
by the choice of background, resulting in a systematic error in the determination of the
chemical composition.
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Figure 4.3: (a) V2p peak with the three different backgrounds. (b) V2p after background
correction.
For the non-metallic elements, peak area was determined after the background correction
using all three backgrounds. The changes in the area are around 3 %.
For the metallic elements, the difference in the area after subtraction of the background
exceeds 15%. [Tou93, Rep92] found out that in case of transition metals, the linear as well
as the Shirley background lead to a higher error compared to the Tougaard background.
This is explained by the additional contribution of the partially filled d sub-shells.
Taking additionally slight differences in the R.S.F.s into account, the chemical composi-
tion can be determined within an error of 4-5%.
In conclusions, XPS is a surface sensitive method which can be used for the qualitative
analysis of the elements in the film and their chemical bonding. Furthermore, the chemical
composition in the film can be analyzed. The here described method is used in Chapter
10 to investigate the chemical composition of samples grown at low and high pressure.
Part II





In this chapter, the experimental details are outlined.
The sputtering chamber system used for this work is described. The preparation of the
samples used in this work are described.
The measurements were mostly performed at the Ångestromquelle Karlsruhe (ANKA),
where - besides the a synchrotron radiation source - a growing laboratory infrastructure
exists. For the in situ measurements, the sputter chamber system was installed at the
Max-Planck Beamline (MPI). For in vacuo experiments, the chamber was installed at the
UHV Analysis Laboratory. The experimental setup of further complementary methods
are described at the end of the chapter.
5.1 The portable sputter chamber system at IPS
The modular and portable sputtering system consists of the sputtering chamber, a control
unit, and a gas panel (s. Fig. 5.1 (a)). The sputter chamber allows different configura-
tions since the bottom, middle and top part can be exchanged. The currently available
options can be found [Kra12].
The configuration of the sputter chamber used for this work is schematically shown in
Fig. 5.1 (b):
A 3′′ magnetron source (Thin Film Consulting) is attached to the top part via a CF
100 flange. As target material, a stoichiometric V-C target (MaTecK GmbH) was used.
The composition of V:C=1:1 of the target was confirmed by EPMA measurements of our
collaboration partners at IAM-AWP, KIT.
The central part of the chamber was equipped with Beryllium (Be) windows, covering
an azimuthal angle of -50 to +65°. 70 µm thick Kapton foil was mounted in front of
the Be windows to protect them from coating during the deposition. Both Be and Kap-
ton have a low absorption in the X-ray regime, which is crucial for the in situ experiments.
The pumping system, pressure control system and sample manipulator systems are mounted
on various flanges at the middle and top part:
The pumping system consists of a membrane pump (Vacuubrand) and a turbo pump
(Pfeiffer Vacuum, HighPace300). The base pressure of the system was in the order of
10−7 Pa after bake-out.
The chamber is equipped with two systems for pressure measurement: a cold cathode for
wide range pressure measurement (Atmion, VACOM), and a baratron for pressures larger
than 0.01 Pa during deposition.
The bottom flange with a sample storage for 5 sample holders was used, allowing the
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Figure 5.1: (a) The sputtering chamber system installed at the UHV Analysis Laboratory
at ANKA highlighting important parts. (b) Scheme of configuration of the sputter chamber
used in this work.
exchange of 5 samples during an in situ experiment without breaking the vacuum.
The distance between target and substrate was 12 cm.
As sputter gas Argon 6.0 was used with a purity of 99.9999 vol. %. The flow of the
sputter gas Argon into the chamber was controlled via two mass flow controllers (MKS)
with flow ranges of 0-10 sccm (low flux) and 0-50 sccm (high flux). The latter was used
for the high Ar flux needed in the beginning of the deposition for plasma ignition. To
ensure the purity of the gas in the gasline, the latter was flushed several times with Ar
before the deposition.
The whole deposition was controlled by a software developed by Diener automation GmbH
& Co. KG [Die14]. All important deposition parameters, e.g. the applied power and the
pressure, are logged with a data acquisition frequency of 1 s. This offers the possibility
to relate the in situ X-ray data with the growth parameters of the sputtering process for
the analysis.
5.2 Sample preparation
The VC1−x/a-C thin films were deposited on silicon by DC magnetron sputtering. The
silicon substrates with (100)-orientation had a lateral size of 20 × 20 mm2 and a height of
0.5 mm. The substrates were covered by a natural oxide layer with an average thickness
of approximately 2.5 nm, which was verified by XRR and TEM measurements.
The substrates were mounted on molybdenum sample holders with clamps made out of
tantalum foil. The silicon substrates were ultrasonically cleaned in acetone before being
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[W] [Pa] [Pa] [s]
VC1−x/a-C Samples
LP-a(3.5) 200 3.5 0.2 650
LP-b(3.5) 200 3.5 0.2 650
LP-c(3.5) 200 3.5 0.2 650
LP-a(1.5) 200 1.5 0.2 650
LP-a(2.5) 200 2.5 0.2 10 x 200
HP-a 200 3.5 4 650
HP-b 200 3.5 4 650
P-step 50 → 200
with ∆ P=25 W
(250 s)
2.5 0.2 2900
gas-ML 200 3 10× (3 → 0.2) 2560
Reference Samples (using V 1′′ -target)
LP-EPMA 200 3.5 0.2 3600(V) +
6640(V-C)
V-XPS 200 3.5 0.2 2700
Table 5.1: Overview of all samples presented in this work. → indicates, that the growth
parameter is not constant over the entire deposition time.
transferred to the sputtering chamber. Before deposition, the substrates were heated to
200◦C to remove e.g. remains of water and hydrocarbon.
Several samples were grown under identical deposition conditions to ensure reproducibil-
ity. The samples discussed in detail in this work are presented in in Tab. 5.1. Their
growth details are described in the following.
All thin films presented in this work were grown at room temperature. No additional
heating was applied. Due to the large target-substrate distance, no significant heating
due to the plasma is expected. No bias was applied. All samples were grounded.
The development of the DC Power (red curve) and the pressure in the chamber (blue
curve) of the first series of samples is presented in Fig. 5.2 (a).
A high Ar flux up to 10 sccm was required for the plasma ignition at a DC power of 50 W.
The high flux lead to an increase in the initial chamber pressure up form p=1.5 Pa to 4
Pa. After 10 s, the Ar flux was reduced to 0.4 sccm. The working gas pressure decreased
to p=0.2 Pa. Simultaneously, the power was ramped to the final value of 200 W within
20 s, to avoid cracking of the target. The conditions were kept constant for the desired
deposition time. Then the DC Power was ramped down to 50 W, before the growth was
stopped.
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Figure 5.2: Time-dependent development of DC Power (red) and pressure in the chamber
(blue) logged during the growth of (a) LP-a(3.5), (b) P-step, during the multilayer growth
(c) by interrupted deposition (LP-a(2.5)) and (d) by tuning the gas flow (gas-ML). Please
note, that for LP-a(2.5) the different periods were put after each other. The interruption is
indicated by gray boxes.
Samples grown under these conditions are abbreviated by LP(p), where p corresponds to
the initial pressure. For the comparison of different in situ measurement types (Chap.
7), two samples were deposited under the same growth conditions. To distinguish the two
samples (LP-a(3.5) and LP-b(3.5)) an additional letter (a,b) is included in the nomencla-
ture.
For the investigation of the influence of the initial growth, samples were deposited at dif-
ferent initial pressure at plasma ignition. As representatives, the samples LP-a(1.5),LP-
a(2.5),LP-a(3),LP-a(3.5), and LP-a(4) - grown at the initial pressures of 1.5 Pa, 2 Pa, 3
Pa, 3.5 Pa and 4 Pa - are presented in Chap. 11.
For the investigation of the influence of the pressure on the thin film formation (Chap.10),
the sample HP-a was grown at a constant pressure of p = 4 Pa. The total deposition
time including ramping was t = 650 s.
For complementary measurements (X-ray Diffraction and X-ray Photoemission Spec-
troscopy) LP-c(3.5) and HP-b were deposited under the same growth conditions as LP-
a(3.5) and HP-a, respectively.
For the investigation of the influence of the DC power on the thin film formation, the
sample P-step was grown (s. Chap. 9). The development of the DC Power (red curve)
and the pressure in the chamber (blue curve) are presented in Fig. 5.2 (b)).
After the plasma ignition, the DC Power was increased stepwise every 250 s by ∆P = 25W
from 50 W to 200 W.
For the growth of a multilayer structure, the deposition conditions of LP-a(2.5) were
repeated 10 times (s. Fig. 5.2 (c). The growth was interrupted after each deposi-
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tion.(Chap.13). For comparison, gas-ML was grown without growth interruptions (s.
Fig. 5.2 (d)).
In addition to those films, reference samples were grown.
To verify that compositional changes in the film are not related to C contamination from
the chamber or gas system (s. Chap. 10), the sample V-XPS was grown using a V target.
The growth conditions were identical to LP-a(3.5).
The determination of the chemical composition was verified by EPMA measurements of
LP-EPMA, performed by our collaboration partners at IAM-AWP, KIT. For a successful
EPMA measurements, the thickness of the sample must exceed 1 µm. To achieve this
thickness, a promoting layer of V having a film thickness of 100 nm was grown as a buffer
layer. The growth conditions were kept identical to LP-a(3.5). The total deposition time
was increased to 5200 s.
5.3 Experimental setup for the synchrotron experiments
The in situ measurements were performed at the Max-Planck Beamline at the synchrotron
facility ANKA. In this section, a short description of ANKA is given. The experimental
setup of the in situ measurements at the Max-Planck Beamline is described. Details of
the X-ray reflectivity measurements are presented.
5.3.1 Ångstromquelle Karlsruhe
The Ångstromquelle Karlsruhe (ANKA) is a synchrotron radiation facility at the Karl-
sruhe Institute for Technology (KIT), Karlsruhe. Around the synchrotron, several labo-
ratories are located (s. Fig. 5.3).
The ANKA accelerator complex consists of a 500 MeV booster synchrotron and a 2.5
GeV storage ring with a circumference of 110 m. The storage ring has straight and
curved section. The latter are equipped with dipole magnets, so called bending magnets.
The magnetic field is generated via electric currents running through coils.
Bunches of relativistic electrons are injected into the storage ring. The electrons are de-
flected by the bending magnets on the circular orbit. Synchrotron radiation is emitted
in tangential direction to their path way via the radial acceleration, resulting in a fan
beam. The spectrum of the electromagnetic waves tangential to the path way varies from
infra-red up to the hard X-ray regime. The latter is used for this work.
Experimental stations are build tangential to the storage ring. They are called beamlines.
Compared to conventional laboratory X-ray sources, synchrotron radiation has a higher
intensity over the entire spectrum. Using monochromator, one can choose the wavelength
λ suitable for the experiment.
The experiments are performed in beamlines, which are build tangential to the storage
ring. For this work, measurements were performed at the MPI Beamline at ANKA, which
is dedicated to in situ experiments and will be described in more detail in the next section.







Figure 5.3: Map of part of the ANKA hall. The synchrotron experiments were performed
at the MPI Beamline (highlighted in blue). Complementary measurements were performed
at the UHV Analysis Lab (highlighted in red) and the DiffLab (highlighted in green).
For a detailed description of synchrotron radiation we refer to [Ulr04, AN11].
5.3.2 The Max-Planck Beamline at ANKA
The Max-Planck (MPI) Beamline is a bending magnet beamline located at ANKA. It is
dedicated to the in situ investigation of interfaces and thin films [Sti04].
Fig. 5.4 shows the schematic beamline layout. In general a beamline consists of three
rooms: The optical hutch, the experimental hutch and the control room.
In the optical hutch, the properties of the X-ray beam as size, energy and focus are tuned.
The source has a divergence of 0.3 mrad in horizontal and 0.03 mrad in vertical direction.
Two pairs of vacuum slits are used to define the horizontal and vertical beam size (Slit
1). Behind the primary slits, a Rh coated Si mirror is mounted for the supression of
higher harmonics. A Si (111) double crystal monochromator was used to monochromatize
the beam to 10 keV. The beam was focused in vertical direction by the mirror, and in
horizontal direction by the second crystal of the monochromator (sagittal crystal bender)
to 300 µm × 300 µm on the sample position.
The experimental hutch is equipped with a heavy duty HUBER 4+2 -Diffractometer. It
can carry up to 300 kg (in the here used configuration). Therefore, it is possible to mount
the sputter chamber weighting 60 kg.
In front of the diffractometer a flight tube is installed to reduce the air scattering. A slit





























Figure 5.4: Schematic beamline layout of the Max-Planck-Beamline located at ANKA.
system (Slit 2 and 3) is installed allowing preselection of the beam size on the sample.
Behind these slits an ionization chamber is installed to monitor the incident photon flux.
The beam position is fixed. Therefore, the diffractometer was moved in lateral and vertical
direction, to put the center of rotation of the sample at the beam position.
For the in situ experiments,the sputtering chamber was mounted on the diffractometer
as shown in Fig. 5.5.
Various detector systems were attached to the detector arm. For this work, an avalanche
photodiode (APD), a NaI scintillator, and a PILATUS 100K with an active area of 195 ×
487 pixels and a pixel size of 172 × 172 µm2 were used as detectors. The APD is mounted
in front of the NaI detector and can be automatically retracted. Automatic absorbers
were used in case of the NaI detector. In this way, the detector was protected from beam
damage. Moreover, the linear operation of the scintillator was ensured. The PILATUS
detector is installed on an additional part of the detector arm, 24° away from the other
detectors. On the detector arm, two slit systems are mounted, which are used as guard
slits and to reduce the diffuse scattering.
After the mounting of the sputter chamber, special care had to be taken to avoid collisions
with the diffractometer and the detectors during movement. The diffractometer motors
used for the experiments and their direction are schematically shown in Fig. 5.4. Soft
limits of motor movements were set for protection of the setup.
The movement of the motors as well as the deposition process was remote-controlled from
the control room of the beamline.
As a first step, the silicon substrates had to be aligned with respect to the direct beam
(γ = 0 and δ = 0). ϕ and χ-scans were used to align the surface normal to the direct
beam. In addition, the substrate was moved in height to the position, where half of the

















Figure 5.5: The sputtering chamber setup at the MPI Beamline in the experimental
hutch. a) Overview showing the chamber mounted on the 4+2 circle diffractometer, the
control unit and the PC for the automatically control of the deposition process. b) Closer
look at the 4+2 circle diffractometer. The beryllium windows are shown without protec-
tion shielding. The three detectors (PILATUS, APD, and NaI scintillator) are fixed on the
detector arm of the diffractometer.
intensity is cut (using the z-motor).
Rough alignment was performed in the direct beam using the APD. The diode can stand
the high intensity of the direct beam.
Re-adjusting of the positions was performed on the reflectivity position. At this position,
one is more sensitive to changes of the tilt.
Since the alignment for all Si wafers was similar, macros in SPEC were written for the
automatized alignment of all substrates.
After alignment, the X-ray reflectivity measurements were performed, which are described
in the following section.
5.4 X-ray reflectivity measurements
Two different types of X-ray reflectivity measurements were performed in this work: angle-
dependent and stationary measurements. In the following, the experimental setup for both
measurement types is outlined. The dataprocessing is described.
5.4.1 Angle-dependent XRR measurements
Angle-dependent XRR measurements were performed before, during and after the thin
film deposition. For the measurements, the motors µ and γ were scanned simultaneously.
For the scan, µ = γ, where γ is the angle relative to the sample surface.







Figure 5.6: Scheme for the determination of the geometry factor showing the illumination
of the sample at small incidence angles. After [Pie04].
A typical scan range of 0.1-4.1° and an angular step size of ∆α= 0.005° was used. The
measurements were performed using the NaI scintillator. For these scans the automatic
absorbers were used.
For all measurements, the slit sizes were kept constant in horizontal and vertical: slit 3
at 5×0.5 mm2, slit 4 at 8×1.5 mm2, and slit 5 at 0.3×1.5 mm2.
During a measurement, besides the specular intensity additionally a part of the the diffuse
intensity is recorded. Hence offset scans were performed, measuring the diffuse scattering
close to the specular rod. The offset scans are subtracted from the specular intensity
before analysis.
Furthermore, geometrical effects need to be considered. The footprint dbeam is the pro-
jection of the X-ray beam on the sample. For small incidence angles αi , the footprint
of the beam is larger than the sample with the width dsample (s. Fig. 5.6). In this case,




measured intensity Imeas is corrected using
Icorr =
{




Imeas for αi ≥ arcsin( dbeamLbeam
, (5.1)
As a final step, the specular intensity was normalized to maximum intensity.
In addition to the synchrotron experiments, angle-dependent XRR measurements were
performed at the DiffLab at ANKA. A Cu Kα X-ray source was used (λ = 1.542 Å) with
a rotational anode. The measurements were performed in parallel beam geometry.




























Figure 5.7: (a) Scheme of the scattering geometry setup at fixed angular position. (b)
Schematic drawing of the different angle positions at the specular beam used for the con-
version of pixel in angular range.
5.4.2 Stationary XRR measurements
Besides the angle-dependent XRR measurements, the specular intensity was recorded at
a fixed angular position αfix =1.6◦. This is schematically shown in Fig.5.7 (a).
These measurements were performed using the PILATUS detector. The images were
taken in time steps of 1.1 s, including the additional read-out time of the detector of 0.1 s.
The slit system in front of the sputtering chamber was fully opened (15 mm) in horizontal
direction, resulting in a higher intensity. The spotsize was similar compared to the closed
slit.
As a first step of data processing, the pixel values needed to be converted into angular
space. For that, the distance between detector and sample DDS , and the angular range
A, covered by one pixel had to be determined.
It was not possible to measure DDS using, e.g., a measuring tape. First of all, the sample
was mounted inside the chamber during the experiment. Secondly, the position of the
detector chip inside the detector box is unknown. Therefore the following approach was
used.
To avoid the exposition of the detector to the direct beam, an offset angle γoff = 1 °was
chosen. The position of the direct beam (XDB,YDB) is then given by virtual pixel num-
bers, since the pixels are out of the detector range.
Hence, after the alignment of the sample to the direct beam position (s. Sec. 5.3.2), the
sample was tilted to two different positions in αi (α1 = 1°and α2 =1.6°) as shown in Fig.
5.7 (a) and (b). In the PILATUS image, the corresponding pixel positions (X1/2,Y1/2) of
the reflected beam at 2α1 =2°and 2α2 =3.2°, respectively, were read out.








































































































Figure 5.8: (a) Pilatus images before (left) and during deposition after 150 s (right). The
images are already imported into MATLAB. The integration range for the specular beam
is indicated with the red box, the region for the diffuse background subtraction is shown
in black. Main features of the reflectivity are highlighted. (b) Integrated intensity around
the specular beam (red lines) and the diffuse background (black lines), corresponding to the
above-presented PILATUS images. Additionally the integrated intensity after background
subtraction (green lines) is presented.
Since the chosen αi are very small, the small-angle approximation is valid with sin(α) ≈
α. Hence, for the angular range A, the following relation is found:
A = (2 α2 − 2 α1)/(X2 − X1) = 0.025°/pixel (5.2)
Assuming small-angle approximation, the position of the direct beam (XDB,YDB) was
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determined by calculating the zero position via:





The detector-sample distance DDS (s. Fig. 5.7 (b)) was evaluated via
DDS = (X1 − XDB) · Lpixel · tan(2α1), (5.4)
where Lpixel = 0.172 mm correspond to the pixel size of the detector. The distance
between sample and detector was found to be approximately 386 mm.
The angular position for each pixel were determined via:















where α∗f = γoff − αi, αi where is the nominal settings of the instrument of the motors
γ. Note that αf [X] is calculated with respect to the surface of the sample, taking into
account the offset of γoff = 1 ° .
All images were gridded. The distance of two grid points corresponds to the estimated
angular step size per pixel from Eqn.5.2. The data were interpolated using the nearest
neighbor interpolation. Here every interpolated pixel value corresponds to the value at
the nearest sample grid point. This approach was chosen to avoid tampering the noise.
Fig. 5.8 shows two images (before and during the deposition) after the conversion of the
pixel in the angular range. The intensity values are shown in logarithmic scale.
Besides the specular beam, the 2D detector additionally recorded the diffuse scattering.
For the evaluation of the specular beam, the intensity was integrated over the width of
the specular beam (red box), which is approximately 0.6° in δ direction (including the
diffuse scattering close to the specular beam due to roughness). The integrated specular
intensity is shown in Fig. 5.8 (b).
The scattering background of the sample environment was averaged (black box) and
subtracted. The integrated diffuse scattering is presented in Fig. 5.8 (b). For all presented
data, the error in specular intensity due to the diffuse scattering is smaller than 0.01%
and can therefore be neglected.
This procedure was performed for all in situ scans at a fixed angular position.
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5.5 X-ray Photoemission spectroscopy measurements at the UHV
Analysis Laboratory
V-C oxidizes under ambient conditions. In addition the films will adsorb C. Especially
the latter will drastically influences the results of the XPS measurements in the case of
VC1−x .
Measurements were performed at the UHV Analysis Lab at ANKA, which offers the great
possibility to grow samples in the in situ chamber and transfer them directly into analysis
chambers without bringing them in contact with air.
In the following, the UHV Analysis Lab is described. The details of the XPS measurements
are presented.
5.5.1 The UHV Analysis Laboratory
The UHV Analysis Laboratory is located in the ANKA hall (s. Fig. 5.3).
Fig. 5.9 (a) shows schematically the ultra-high vacuum cluster at the UHV Analysis
Laboratory. A transfer system connects several deposition chambers and analysis cham-
bers. The parts of the cluster in the UHV Analysis Laboratory used in this work are
highlighted in color. The sputtering chamber (green) was docked to the transfer system
via the docking station (blue). New substrates were transferred into the cluster using the
loadlock (yellow). After the growth of the thin films, they were moved using a trolley
through the transfer system (orange) to the X-ray Photoemission (XPS) chamber (red).
The samples were inserted in the XPS chamber via the linear transfer rods. The XPS
chamber is shown in Fig. 5.9 (b). The experimental details of the XPS measurements are
presented in the next section.
5.5.2 XPS measurements
For the measurements, a Phoibos 150 analyzer and an unmonochromatized XR-50 Mg K
α X-ray source from SPECS were used. The angle between analyzer and X-ray source
was 45◦, the emitted electrons were detected along the surface normal of the sample. The
energy scale was confirmed using the Cu2p1/2 XPS peak at 932.62± 0.05 eV and the Cu
LVV Auger peak at 334.90± 0.05 eV. The base pressure of the XPS chamber was 1 ×
10−10 mbar. No beam-induced changes of the spectra were detected. For the overview
scans, an energy pass of 50 eV and energy steps of 0.5 eV were selected. For scans of
defined regions ,e.g. of single photoemission peaks, an energy pass of 20eV and energy
steps of 0.1eV were used. The dwell time of 0.1 s was applied for all scans. For better
statistics the scans were repeated several times. XPS measurements have been performed
in the constant transmission mode. For verification of the constant transmission function
T (Ekin) of the energy analyzer, an XPS spectrum of a silver sample was acquired. The
silver sample was sputter cleaned to remove the oxide layer.
































Figure 5.9: (a)Scheme of the UHV Cluster at the UHV Analysis Laboratory at ANKA.
Highlighted with color: the sputtering chamber (green), the XPS Chamber(blue), docking
station (red), loadloack (yellow) and used part of the transfer system (orange). Courtesy of
CreaTec Fischer & Co. GmBH except image of AFM - Courtesy of Omicron Nano Technol-
ogy GmbH. (b) The X-ray Photoemission Spectroscopy Chamber
The spectrum is compared with a reference spectra taken from [Sea90]. In this work the
spectra was corrected in this way, that it is independent of the transmission function of
the energy analyzer.
Fig. 5.10 shows the comparison of both spectra. For the here used interval of kinetic
energy (highlighted by the blue box), the transmission function is equal unity. Hence, the
transmission function is constant.
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Figure 5.10: XPS spectrum of Ag reference sample (black) and reference curve (gray)
taken from [Sea90].
5.6 Further complementary methods
Besides the above-mentioned analysis methods, further complementary methods were
used for the investigation of the VC1−x films. The here presented measurements were
performed by collaboration partners.
High-resolution transmission electron microscopy (HRTEM) measurements were per-
formed by Dagmar Gerthsen, Reinhard Schneider, Erich Müller, and Nadejda Firman,
LEM, KIT.
For the investigation of the microstructure of the samples P-step,LP-a(3.5) and LP-a(2.5),
Cs aberration-corrected HRTEM cross-section images were taken. For this, an FEI Titan3
80-300 microscope operated at 300 keV accelerating voltage was used. The samples were
prepared either by conventional preparation (P-step) or by FIB preparation (LP-a(3.5),
LP-a(2.5)).
The chemical composition of the target and LP-EPMA was determined using Electron
Probe Microanalyzer. The measurements were performed by Kolja Erbes, Michael Stüe-
ber und Sven Ulrich, IAM-AWP, KIT.
For the texture analysis of LP-b(3.5) and HP-b, X-ray Diffraction (XRD) measurements
were performed by Sunil Kotapati, IPS.
The scans along the surface normal in θ-2θ geometry were conducted at the DiffLab at
ANKA using the Rigaku SmartLab Diffractometer. A Cu Kα X-ray source was used (λ
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= 1.542 Å). The measurements were performed in parallel beam geometry. A Ni filter
was used to suppress the Cu Kβ-lines.
6 Simulations of the sputter process
Simulations of the sputter process help to understand the thin film formation. However,
sputtering from a compound target is difficult since it involves two elements with different
properties. For the simulations, the sputter process is divided in two processes. The
sputter process at the target position is calculated. The results of this simulations are
then used as an input for calculations of the transport of the sputtered particles through
the gas phase.
In this chapter, the different simulations are outlined. Assumptions for the sputter process
are discussed.
6.1 The sputter process at the target position
For the investigation of the nascent energetic and angular distribution of the sputtered
particles at the target, TRIM simulations (TRansport Into Matter) are performed. In
general, the TRIM software is based on Monte-Carlo simulations and calculates the inter-
action of energetic ions with atoms in a solid. The collisions in the target are described
using a quantum mechanical treatment of ion-atom collisions [Bie80, Zie85].
For the calculations, the energy of the ions, the surface binding energy SBE and the
density ρ of the elements in the target have to be inserted as main input parameters.
For a compound target, these simulations are complex. Besides the sputter process, in-
termixing and variations in the target surface can occur due to the existence of more
elements in the target. The SBE and the density ρ are usually unknown, since they
strongly depend on the manufacturing process [Mra13, Nei08, Mah06a].
In case of sputtering from a compound target, two approaches for the simulations are
available [Nei08, Mah06a].
1. The simulations are performed individually for all elements of the compound target,
assuming single element targets [Mah06a]. The main advantage of this approach is
the fact that SBE and ρ are much more reliable known for single elements. However,
the sputtering process of a compound target is additionally influenced by dynamical
processes as e.g. surface enrichment of one element. Hence the simulations of a single
target describe the process only qualitatively.
2. The compound target is simulated by interpolating the values for SBE and ρ of
the single elements according to their fraction in the target [Nei08, Mra13]. The
simulations include additionally the intermixing and variations in the surface due to
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the existence of more elements in the target. The calculations lack from the unknown
parameters for compound targets, since SBE and ρ for a compound target strongly
depend on the manufacturing process.
Besides the surface binding energy SBE and the density ρ of the elements in the target,
the energy of the ions has to be inserted as a main input parameter.
The energy of the Ar+ ions depends on the applied DC voltage. [Cze91] calculated the
relation of both parameters for the case of DC sputtering. They stated, that in most
planar magnetron, the Ar+ ions energy corresponds to 60% of the discharge voltage. Ex-
perimental studies, however, state that a more realistic values for the Ar+ ions energy is
found at 75% of the voltage [Dep08, Fil10].
Both approaches were performed for V-C using the software tools SRIM [Bie80, Zie85]
and TRIDYN[Moe88]. For comparison, both approaches were followed using the same
input parameters.
The Ar energy of 310 eV corresponds to 75% of the discharge voltage of 415 V at a DC
Power of 200 W. 107 Ar ions were used for the simulations to ensure good statistics.
Tab. 6.1 presents the material-specific input parameters. For the TRIDYN simulations,
the values for SBE and ρ of the V and C are interpolated according to their fraction in
the target of V:C=50:50.
The results of the simulation for both approaches are presented in Tab. 6.2.
In case of the single-target-approach, the V atoms are almost four times as energetic than
the C atoms. The TRIDYN simulations show a different behavior. Here, the C atoms
have a higher energy. The Esps of both elements differs only by approximately 30%.
Furthermore, huge differences in the total sputter yield Ytot are found. Ytot is almost a
factor 4 higher for V than for C, while the sputter yield is almost equal in case of TRIDYN
simulations.
The angular distribution of both elements is presented in Fig. 9.3.
In case of the single element approach, the emission flux of C is almost restricted to the
direction perpendicular to the target surface (s. Fig. 9.3 (a), filled magenta circles). The
angular distribution differs significantly from the expected cosine distribution (s. Sec.
1.1.2). The ideal spherical cosine distribution is indicated by a black line. For comparison
of the emission flux of C with V, the axis is shown here in logarithmic scale for better vis-
ibility. The angular distribution of V, presented as filled blue squares, is much broader.
The angular distribution of both elements, resulting form the TRIDYN simulations is
presented in Fig. 9.3 (b). Compared to the results of SRIM, the angular distribution
of C is broader (filled magenta circles) and more close to the ideal cosine distribution
(black line). The distribution of V is under-cosine (filled blue squares). This so-called
heart-shaped distribution is often reported for metallic targets, e.g. by [Mah06a, Yam95].
Both simulations show qualitative similarities. In both cases, an enhancement of the C
flux for emission angles < 30 °is visible, while V is sputtered in a much broader distribu-








Table 6.1: Table presenting the input parameters (electron density and SBE) for SRIM
and TRIDYN simulations
Element Esp Esp Ytot Ytot
(SRIM) (TRIDYN) (SRIM) (TRIDYN)
[eV] [eV]
V 29.52 8.23 0.50 0.103
C 7.12 12.40 0.06 0.113
Table 6.2: Table presenting the results of the SRIM and TRIDYN simulations for the av-
erage energy Esp and the total sputtering yield Ytot of the sputtered particles.
tion.
However, in the case of the SRIM simulations, the results are striking. Ytot and Esp differ
strongly for the elements. This is not expected for compound targets [Nei08]. Moreover,
the simulated angular distribution of C deviates significant from the expected near-cosine
distribution.
The here presented results are similar to findings of [Nei08]. They compared simulations
of the sputter process at the target position from a Ti-B compound target using the
above-mentioned approaches. In case of single-element targets, large differences of Ytot
and Esp was additionally found for this system. A narrow distribution of B atoms along
the target normal was found. The results of the TRIDYN simulations showed however
more realistic angular distribution.
The differences in the simulation results are explained by the fact that TRIDYN covers
the dynamic processes at the target surface. The collision process at a compound target
involves three atoms with different masses, which is only covered by the TRIDYN simu-
lations. Although the TRIM simulations have the advantage of reliable input parameter,
the simulated angular distribution of C is not realistic. [Mra13] investigated sputtering
from a Cr-Al-C compound target. They found out, that by using unknown SBE the
result is less error-prone compared to simulations, which neglect the interaction of atoms
with differences in mass.
Therefore, all simulations of the sputter process at the target position, which are pre-





























































Figure 6.1: Emission Flux of C and V atoms depending on the emission angle from (a)
SRIM simulation (Note the logarithmic scale) and (b) TRIDYN simulation. 0 °correspond
sputtering along the normal direction of the target
sented in the following chapters, will be performed using the software TRIDYN. In Chap.
9, the thin film formation at different DC powers is investigated. Simulation of the sputter
process at the target were performed for different Ar+ ions energies. Furthermore, the
results of the simulations at a DC Power of 200 W are used as an input parameter for
calculations of the gas transport. These calculations will be outlined in the next section.
6.2 Travel of the particles through the gas phase
The particles, sputtered from the target position, travel through the gas phase to the
substrate. Their motion is influenced by collisions with the gas atoms.
The simulations of the motion of the particles through the gas phase were performed based
on the equations presented in section 1.1.3 using the software tool SIMTRA [Aek08]. The
program is based on Monte-Carlo simulations.
As input, the results of the TRIDYN simulations are used. However, SIMTRA is opti-
mized for SRIM output files. This was overcome, by adapting the TRIDYN output file
to the syntax of the SRIM output file.
For a realistic description of the sputter process, it is essential to include the sputter
chamber geometry. The flux of the sputtered atoms is e.g. influenced by the walls of the
vacuum vessel [Aek08].
Fig. 6.2 (a) represents the chamber design used for the simulations. A substrate with
radius of 20 mm at a target-substrate distance of 12 cm was used as an input parameter.
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Figure 6.2: (a) Scheme of sputtering chamber used for the SIMTRA simulations. (b)
Race track approximated by Gaussian function. x=0 corresponds to the center of the tar-
get.
As presented in Chap. 1, a racetrack is generated due to the secondary electrons trapped
in the magnetic field. Hence the particles are mainly sputtered in this region. The race
track R(x) of the target was calculated using Eqn. 1.2 with µ = 2.35 cm and σG = 0.36 cm.
R(x) is presented in Fig. 6.2 (b), where x=0 corresponds to the center of the target.
A further input parameter for the simulations is the amount N0 of sputtered particles
leaving the target. N0 needs to be sufficiently high to ensure good statistics. In addition,
N0 should be small due to the high computational effort.
Due to the geometry of the sputter chamber, only a part N of the sputtered particles N0
will arrive at the substrate. In the following, N is roughly estimated for the case, that no
collisions in the gas phase occur.
The probability of the particles to arrive in the middle of the substrate is influenced by
their emission angle at the target position. This is schematically shown in Fig. 6.3 (a).
If the particles do not collide in the gas phase, only the particles with in the angular
distribution ∆β of 6-16 °will arrive at the substrate. This area is shaded in gray in Fig.
6.3 (b). Hence only ≈ 10% of the particles sputtered at the target position fulfill this
condition. However, this is an overestimated. For the simulations, SIMTRA chooses ran-
domly for each simulated particle a certain emission angle β (from the TRYDIN results).
A particle, leaving the target at point A in Fig. 6.3 with βmin will not arrive in the middle
of the substrate.
In general, for each particle leaving the target, only a ∆β of around 5-7 °exists for which



















































Figure 6.3: (a) Scheme of the sputter process, showing the maximum and minimum emis-
sion angle βmax and βmin. (b) Emission Flux of C and V atoms depending on the emission
angle from TRIDYN simulation (s. Chapter 9). The angular range given by βmax and βmin
is indicated.
it can arrive at the substrate. Consequently, only around 4% of the particles will have a
high probability to reach the substrate.
Additionally SIMTRA chooses for each simulated particle a position x on the target. The
probability, if the particle leaves the target is given by R(x). This reduces further the
amount of arriving particles to around 1-2%. Therefore N0 was set to 107 sputtered par-
ticles to ensure good statistics.
he simulations were performed independently for C and V. This approximation is valid,
since the sputtered atoms collide mostly with the Ar atoms. As stated in Sec. 1.1.3,
collisions between sputtered particles are negligible small.
SIMTRA calculations were performed for the two working gas pressures p=0.2 Pa (LP)
and p=4 Pa (HP). The results are presented in Chaps. 9 and 10.
6.3 Summary
Simulations of the sputter process from a compound target can be performed by splitting
the entire process in two separate simulations.
Calculations at the target position are strongly influenced by dynamical interactions at the
target surface. Although important input parameters are not reliably known, the process
is dominated by the interaction of different constituents with varying mass. Therefore,
the nascent angular distribution, the average energy of the sputtered particles and their
total sputter yield were simulated using the software tool TRIDYN.
The results were used as input for calculations of the gas transport of C and V using the
software tool SIMTRA. SIMTRA calculates the collisions of the sputtered particles in the
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gas phase. Moreover, it covers geometrical effects, since the sputter chamber geometry is
a necessary input parameter.
By combining those two tools, a realistic simulation of the sputter process can be per-
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7 Optimization of the in situ XRR measurement
For a standard X-ray reflectivity (XRR) measurement after thin film deposition, the in-
cident angle αi is scanned while simultaneously changing the exit angle of the outgoing
beam αf with respect to the sample surface (s. Sec. 3). The specular reflected beam with
αf = αi is measured.
Two measurement types were successfully performed to monitor the specular beam during
the growth:
(1) Scanning measurements:
A standard XRR measurement is performed. The incident angle αi is scanned. The
specularly reflected beam with αf = αi is measured. The z-component of the scattering
vector q is changing with angle and time. The scan is repeated until e.g. the deposition
of a film is finished [Chi97].
(2) Stationary measurements at a fixed angular position:
The specular intensity is monitored at a fixed angular position αfix = αi = αf , i.e. qz is
constant during the measurement. [Lou94, Pev05, Lee08].
For magnetron sputtered polycrystalline coating materials such as VC1−x/a-C , several
challenges have to be overcome during such an in situ measurement. For industrial appli-
cations, film thicknesses of hard coatings in the micrometer regime are desired, leading to
sputtering processes with high deposition rates (nm/s) and long deposition times (up to
hours). The roughness of the thin film can vary significantly with time in the Angstroem
to nanometer regime [May06].
Furthermore, interruptions of the growth process should be avoided, since they can lead
to microstructural changes due to diffusion process at high growth temperatures or renu-
cleation processes at the following deposition [Wue11, Kag04].
Therefore, experimental data of both measurement types during sputter deposition were
collected under identical growth conditions (s. Sec. 5.2). Fig. 7.1 (a) and (b) show ex-
perimental data of both in situ measurement types during the first 400 s of V-C deposition.
The in situ scanning measurement of the LP-b(3.5) is presented in Fig. 7.1 (a). The
scan was performed from small to large qz values. During the deposition, the coating thick-
ness increases while scanning qz towards larger values. The deposition process started at
qz ≈ 0.025 Å−1, marked by red line.
The curve exhibits the typical features of a standard XRR measurement. As shown in
Sec. 3, three characteristic features namely the critical angle, oscillations and the slope
of a standard XRR curve, provide information about thickness, roughness and density of
67
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Figure 7.1: Measurements of two in situ XRR curves of VC1−x on Si(100) for the
first 400 seconds of deposition. The time axis corresponds to both curves. The gray
boxes indicate time intervals of 100s. At t=0 s (red line) the plasma was ignited. (a):
Scanning measurement. (b) Stationary measurement at the fixed angular position αfix
=1.6°(corresponding to qz(αfix) = 0.283Å−1). The position of αfix is denoted by an ar-
row in (a).
the thin film.
For LP-b(3.5) the critical angle is located at qz ≈ 0.031 Å−1. This is in good agreement
with the expected value for the Si substrate since only a low amount of material was
deposited at αc .
As highlighted in Fig. 7.1 (b) (inset), the period of the Kiessig fringes decreases with
increasing qz, i.e. increasing film thickness. For larger film thicknesses, a shorter period
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Figure 7.2: Number n of scanning points per Kiessig fringe at 10 keV X-ray energy and
∆α = 0.005°for different deposition rates and times. The lines correspond to fixed n values
and their corresponding film thickness d. For more details s. text.
is expected from Eqn. 3.19 (s. Chap. 3).
Fig. 7.1 (b) shows the stationary measurement at a fixed angular position of αfix =1.6◦of
LP-a (3.5). The corresponding qz-value is indicated by an arrow in Fig. 7.1 (a). Growth
oscillations are well resolved during the entire deposition time. The period varies only
slightly, while the amplitude and the mean value of the intensity (green line) show signif-
icant time-dependent changes.
The main difference between both measurement types is the ability to resolve the growth
oscillations, which is influenced by the high deposition rate and the long deposition time.
As shown in Chap. 3, the thickness of the film is related to the period of the Kiessig
fringes. For the angle-dependent XRR measurements in this work a constant angular step
between subsequented data points was chosen (∆α =0.005°). Taking ∆α into account,
the number n of scanning points per Kiessig fringes can be calculated.
In Fig. 7.2, n depending on the deposition time and rate is presented. Here the thickness
of the film was calculated as the product of deposition rate and time.
For n < 5, the Kiessig fringe is under-sampled and hence the period can not be reliably
determined. For n > 5, the period is well resolved in case of perfectly flat films.
However, by adapting ∆α to lower values, the growth oscillations can be resolved even at
larger thicknesses. For optimization of the scanning in situ measurements, the distance
∆α of the data points needs to be constantly adapted to resolve the growth oscillations.
This adaptions will be limited by the experimental precision of the diffractometer for very
large thicknesses.
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Moreover, sample properties will influence the choice of ∆α. Already a roughness of the
film below 1 nm can lead to a damping of the Kiessig fringes. Hence, the period might be
not well resolved even in case of 5 < n < 20. For very rough films, this might even be the
case for n > 20. Since roughness of the film leads to a decrease in the specular intensity,
∆t has to be increased for large αi to account for a sufficient intensity.
Those problems can be overcome by measuring at small αi.
For stationary measurements, αi is fixed. Here, the growth oscillations are well resolved,
even for larger coating thicknesses and roughnesses. Hence, stationary measurements have
advantages in case of polycrystalline thin films deposited with high deposition rates and
long deposition times. Furthermore, there is no time loss due to motor movement.
In case of stationary measurements, ∆t is restricted only by the detector read-out. The
intensity of the specularly reflected beam is high. Therefore the smallest ∆t can be chosen.
However, since additionally the diffuse scattering was measured (s. Chap. 5), the lower
limit of ∆t = 1 s was chosen to measure a sufficient scattering signal.
For this ∆t, the growth oscillation in the specular beam were measured with at least n = 7
data points. For this measurement type, a complete damping of the amplitudes occurs
only for very high roughness of the film. Therefore, the choice of ∆t = 1 s is adequate for
the here investigated films.
For a detailed understanding of stationary measurements, simulations were performed.
They will be discussed in the next chapter.
8 Simulation of the in situ XRR curves
For understanding the origins of the time-dependent changes of the stationary XRR mea-
surements, simulations are performed.
In this work, the measured intensity is analyzed using the Parratt algorithm [Par54], which
is applied to time-dependent thin film systems. Based on this algorithm, a rule of thumb
is given for the determination of the thickness increase during growth. Furthermore, the
influence of the experimental resolution is discussed.
8.1 Parratt algorithm for growing films
The Parratt-Algorithm is widely used for the simulation and fitting of scanning XRR
curves of thin films after the deposition [Par54]. It is an recursive algorithm which gives
the exact description of the specular XRR curve.
The thin film is described by an electron density depth profile ρe(z). For applying the
Parratt-Algorithm, ρe(z) is sliced into a stack of j = 0,1,...,N layers. This is schematically
shown in Fig. 8.1. Each layer has a mean electron density 〈ρe〉(zj), where zj is the distance
of the layer j to the sample surface at z0 = 0. j = 0 corresponds to the layer above the
sample surface.
During the in situ experiment, the electron density profile ρe(z,t) of the growing film
changes with deposition time. nj(t) is the time-dependent refractive index of the layer j,
which is directly proportional to the mean electron density 〈ρe〉(zj) of the layer.
Therefor, the z-component of the wavevector
kzj (α,t) = k ·
√
nj(t)2 − cos2(α). (8.1)
is also time-dependent.
Please note that in case of scanning measurements α is changing in time, too.
rj,j+1(α,t) and tj,j+1(α,t) are the time-dependent Fresnel coefficients:
rj,j+1(α,t) =
kzj (α,t) − kzj+1(α,t)










Hence during growth of the sample, the amplitude of the reflected Er,j+1(α,t) and trans-
mitted X-ray Et,j+1(α,t) for each interface at zj change with time.
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Figure 8.1: The sample is sliced into a virtual stack of layers j with height zj . This vir-
tual stack is used for the calculation of the XRR curve. More details s. text.
The ratio Xj(α,t) = Er,j(α,t)/Et,j(α,t) is derived recursivly for each layer by
Xj(α,t) = e
−2i kzj (α,t)zj rj,j+1(α,t) + Xj+1(α,t) e
−2i kzj+1(α,t)zj(t)




Since the substrate is assumed to be semi-infinite, no X-ray is reflected at the bottom of
the sample, i.e. RN = 0 and XN = 0. The specular intensity I is calculated by
I(α,t) = |X0(α,t)|2 (8.4)
As shown in chapter 3, in case of rough films, the diffuse scattering from the sample
leads to a decrease in the specular intensity I.
For small roughnesses, the effective time-dependent Fresnel coefficient r̃j is used:
r̃j(α,t) = rj(α,t) · exp[−2ikzj (α,t) kzj+1(α,t)(σj(t))2], (8.5)
where σj(t) is the time-dependent r.m.s.-roughness of the layer j.
These general formulas allow describing the scanning as well as stationary measurement
types. In the following we focus on the stationary measurements for the already discussed
reasons in chapter 7.
8.2 Calculation of the rate of the thickness increase
As presented in chapter 7 in Fig. 7.1, one characteristic feature of stationary measure-
ments are growth oscillations. In this section, we show how the period of these oscillations
is related to the rate of thickness increase FD of the thin film.
For that, we assume a simple one layer system (N=2). A V-C thin film growths on top
of a Si substrate with z1(t) = FD t. For simplicity, changes in roughness and electron
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density with time are neglected. In this case, all z-componentes of the wave vectors kz
are constant. Eqn.8.3 simplifies to
X0(α,t) =
r0,1(α) + r1,2(α) · e−2ik
z
1(α)z1(t)




Only the exponent is time-dependent. The specular intensity I is calculated via Eqn.
8.4.
For αfix ≫ αc , the amount of the Fresnel coefficients |r1,2(α)| ≈ |r0,1(α)| = |r| and
|r2| ≪ 1. Therefore the intensity is can be approximatd by:
I ∝ 4 |r|2
︸ ︷︷ ︸
A
sin2(|kz1(α)|FD t + Φ) =
{
A
2 (1 − cos(ω t)) , Φ = 0 for ρ2 > ρ1
A
2 (1 − sin(ω t)) , Φ = π2 for ρ1 > ρ2
, (8.7)
where ρ1 is the electron density of the film and ρ2 the electron density of the substrate.
This means that the specular intensity oscillates during the deposition. Fig. 8.2 (a)
shows the simulated in situ XRR curve for the here used model assuming a constant
FD = 0.22 nm/s. Regular oscillations with constant τ are visible.
The oscillation period τ(α) = 2π/ω can be easily determined from the experimental data.
The frequency ω = 2 |kz1(α)| FD is only influenced by FD, since |kz1(α)| is constant at a





Eqn. (8.8) is not only valid for the here discussed model system, but also for more com-
plex systems. For αfix ≫ αc , the oscillation period is nearly independent of roughness
changes, as shown by the simulations in Fig. 8.2 (b). Here, the same model as in (a)
was used, but a linear increase in roughness from 0 Å to 3 Å (σ(t) = 0.005 Å/s ·t) was
assumed. For a better comparison, the simulated in situ XRR curve based on model (a)
is shown (gray dotted lines). No changes in τ are detected.
Even large density variations have only a slight influence on τ .
Furthermore, this formula can be used for multilayer systems, as long as only the topmost
layer is changing.













































































Figure 8.2: Simulation of stationary XRR curves at αfix =1.6°for a deposition time TD =
600 s with constant FD = 0.22 nm of (a) a perfect flat V-C thin film ((σ(t) = 0 Å) and
σqz = 0 Å
−1, (b) a linear increase in roughness (σ(t) = 0.005 Å/s· t) and σqz = 0 Å−1 ,
and (c) including only a finite resolution (σqz = 0.002 Å
−1 , σ = 0 Å). The envelopes of all
curves are highlighted by red curves. For better comparison, the in situ curve of model (a)
is presented in (b) and (c) as gray dotted curve.
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8.3 Influence of the experimental setup
In this section, we show how the experimental resolution influences the amplitude. The
calculations in the previous sections assumed a parallel X-ray beam. In reality, the X-
ray beam is divergent. σqz is the so-called resolution element. It describes the area in
reciprocal space which is illuminated by the X-ray beam and accepted by the detector
[Pie04]. The smearing of a standard XRR curve with the specular intensity I0 due to σqz













where qz = 2 kz is the z-component of the scattering vector of the reflectivity curve and
qz0 the nominal setting of the instrument. The measured reflectivity Ires is given by
Ires (qz0) =
∫
Rqz (qz0,qz) I0 (qz) dqz. (8.10)
Fig. 8.3 shows the calculated XRR curves for two deposition times t = t1 and t = t2 ≫
t1. The black dotted curves correspond to I0 (no resolution element), the blue curves
to Ires, considering a resolution element of σqz = 0.002 Å
−1 . The period of the Kiessig
fringes at t2 > t1 is shorter due to the larger film thickness. Deviations from I0 due to
σqz = 0.002 Å
−1 are larger for the film with larger thickness.
Fig. 8.2 presents two calculated stationary curves with (a) σqz = 0 Å
−1 , (b) including
a linear increase in roughness from 0 Å to 3 Å (σ(t) = 0.005 Å/s ·t), and (c) including
only a finite resolution (σqz = 0.002 Å
−1 , σ(t) = 0 Å). For comparison, the stationary
curve of (a) is presented in (b) and (c)(gray-dotted line).
The envelope of (a) is almost constant. The roughness of the film leads to a slight decrease
of the amplitude with time, while the resolution leads to a much stronger damping of the
oscillations.
The reduction of the intensity I0 due to the resolution element can be described by:
|I0(t) − Ires(t)| ≤ ξ · |I0(t) − 〈I0(t)〉|, (8.11)
where ξ ≪ 1 is the parameter quantifying the tolerated deviation, and 〈I0(t)〉 is the mean
value of I0(t).
In the following, a rule of thumb is derived to estimate a certain critical thickness zcrit, at
which the maximal deviation ξ is reached. Therefore, the simplified expression of I0 (Eqn.
(8.7)) for solving the integral in Eqn. (8.10). In case of the specular reflected beam, the
frequency ω = 2 kz FD can be expressed by ω = qz FD. For σqz ≪ qz, the amplitude A
is effectively small compared to cos(ωt) in qz. Hence the integration yields:




































Figure 8.3: Simulation of scanning XRR curves after the deposition at TD = t1 and TD =
t2 >> t1, using the resolution elements σqz = 0 Å
−1(dotted lines) and σqz = 0.002 Å
−1
(continuous lines). The upper curve is shifted for a better comparison. At t2 = t1 + ∆t, the













































































The exponential function describes the modification of the envelope of the intensity due
to the resolution. Inserting Eqn. (8.12) into Eqn. (8.11) yields
−2 ln(1 − ξ) ≤ (FD tσqz )2, (8.13)
where 〈I0(t)〉 = A/2. Using ln(1 − ξ) ≃ ξ for |ξ| ≪ 1, the following relation is found for







Below zcrit, I0 is a good approximation for the measured intensity. Above zcrit, the
resolution has to be taken into account. For z < zcrit, variations in the envelope of
the measured intensity can be directly related to microstructural changes of the sample.
Above zcrit, only deviations larger than the resolution effect (s. Eqn. (8.12)) can be
unequivocally attributed to the sample.
For our VC1−x/a-C coatings, ξ = 0.05 is a reasonable value, taking into account the
experimental error. With our experimental value of σqz = 0.002 Å
−1 , the critical thickness
is zcrit ≈ 16 nm. For a typical FD = 0.22 nm/s this corresponds to a deposition time
of t = tres = 68 s. Since the typical coating thickness for hard coating materials is of
the order of micrometers, the intensity is significantly modified by the resolution nearly
throughout the entire deposition time. Therefore we included resolution effects in the
analysis of the in situ data as shown in the next chapters.

9 Influence of the DC power on the thin film
formation
For sputter deposition, one main growth parameter is the applied DC power. It influences
the nascent angular and energetic distribution of the sputtered particle. Furthermore, an
enhancement of the DC power leads to a higher number of sputtered particles due to an
enlarged number of ionized Ar [Wai78].
For single element targets, a linear relation between applied DC power and the thickness
increase is reported [Wai78]. In this chapter, the influence of the DC power on the thin
film formation of VC1−x/a-C during the sputtering from a compound target is investi-
gated.
Stationary in situ measurements were performed during the growth at different DC pow-
ers. From the period of the oscillation, the thickness increase at the different powers was
calculated (s. Chap. 8).
Since the thickness increase is not only influenced by the deposition rate but additionally
by e.g. porosity of the film, it is necessary to investigate the electron density changes at
different DC powers. The analysis of the in situ data was supported by HRTEM image
analysis and simulations of the sputtering process.
9.1 Stationary measurements
For the investigating the influence of the DC power on the thin film formation, most
experimentalists follow this approach: Several films are deposited at different power. The
thickness after film growth is measured e.g. by XRR measurements. From the thickness
and the deposition time, the rate of thickness increase is determined [Wai78, Die05].
However, this approach is very time-consuming.
Monitoring the growth using in situ XRR gives the opportunity to reduce the number of
samples. During the growth of the film, the in situ XRR oscillates. The period of the
growth oscillation corresponds to the thickness increase (s. Chap. 8). Therefore, only
one sample was grown, where the DC power was increased stepwise by ∆P = 25W every
250 s (s. Sec. 5.2).
Fig. 9.1(a) presents the integrated intensity of the reflected beam during the growth of
P − step. For better visibility, the time intervals of 250 s with constant DC power are
highlighted.
Except of the first oscillation, the period of the growth oscillations is constant for constant
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Figure 9.1: (a) Stationary in situ measurement during the growth of P − step. The mean
intensity is marked by a red line. (b) Oscillation period T for different DC powers (black
squares) and calculated FD in nm/s from oscillation period (red circles).
DC power, but decreases with increasing power. For the first oscillation the growth is
influenced by the pressure variations in the beginning of the sputter process. This more
complex growth condition will be discussed in Chap. 11.
The mean value of the intensity is presented in Fig. 9 (a) by the red line. It represents
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the mean from the upper and lower envelope of the curve. As can be seen, it increases up
to TD < 1100 s, afterward it decreases. In addition, slight jumps in intensity are visible
when the power is increased.
For each power step the rate of the thickness increase FD was calculated from the period
of the growth oscillation, which will be described in the next section.
9.2 Determination of the rate of the thickness increase
Fig. 9.1 (b) summarizes the quantitative results for the period of the growth oscillations
(black squares) and the calculated FD (red circles) using Eqn. 8.8.
For the calculation of FD, the period length needs to be determined.
Considering Eqn.8.7, it was shown, that the growth oscillations are proportional to a
cos(ω t)-function. To account for the intensity increase of the growth oscillations, the
cos(ω t)-function was weighted with the slope m of the mean value, resulting in following
fit-function Ifit:
Ifit = Ifit/0 + A · cos (ω (t − tc)) + m · t, (9.1)
where Ifit/0 is the axis intercept and A,tc are the fit parameters for the cos(ω t)-function.
This procedure was used to fit all period lengths.
Fig. 9.2 shows the fit of the growth oscillations at P=75 W. The mean value is indicated
by a green line. The fitting error of τ = 2π/ω is smaller than 1%.
For the calculation, the electron density of the thin film is needed. For polycrystalline
coatings, strong variations in ρe are possible due to porosity of the films (s. Chap. 2).
However, for large angles αfix >>αc , this influence of variations in ρ is negligible (s.
Chap. 8). Therefore, for a constant value of ρe = 5.1 g/cm3 was used for the calculations.
As can be seen in Fig. 9.1 (b), FD is proportional to the applied DC power. This is
the expected behavior, if the flux of the sputtered particles is proportional to the applied
power. However, the thickness increase of the thin film is not necessarily equivalent to the
deposition rate. At the same deposition rate, a porous film is growing faster in thickness
than a film without voids. Therefore, it is necessary to investigate the effect of the DC
power on the microstructure, which will be discussed in the next section.
9.3 Microstructural changes at different DC power
Changes in the electron density can be seen directly in the temporal changes of the am-
plitude of the in situ XRR measurement. However, they can be superposed by roughness
changes as well as the resolution, as discussed in chapter 8.
The influence of the latter results in a continuous damping of the amplitude as shown
in section 8.3. This counteracts to the observed constant amplitude at constant power
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Figure 9.2: Fitting of the growth oscillation at 75 W. The mean value of the intensity is
















Figure 9.3: (a) HRTEM cross-section image of the thin film. Regions at DC power of 50
W (b) and 200 W (c) are highlighted for better comparison.
after the first growth oscillations and for TD < 1100 s. For TD > 1100 s the influence
of the resolution is observed. However, the jumps in the amplitude, when the power is
changed, are abrupt variations in the intensity and are hence due to microstructural or
morphological changes.
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In case of the jumps, simulations based on the Parratt-Formalism were performed, assum-
ing only electron density variations (Chap. 8). An increase by 10 % in electron density
per power-step was needed for achieving a satisfying agreement with the experimental
data. This would result in a difference in electron density of 60% between the layers
grown at 50 W and 200 W.
Such a large difference is not consistent with the HRTEM images of the film presented
in Fig. 9.3 (a). Highlighted regions of the thin film at 50 W (b) and 200 W(c) show
no major changes in the microstructure. Hence large density variations can be excluded.
Therefore, the observed jumps in intensity have to be related to a smoothening of the
film.
The observed increase of the mean value TD < 1100 s is comparable with the abrupt
intensity increase during the jumps. Hence the observed increase in the mean intensity
for TD < 1100 s must be dominated by a smoothening of the coating. The roughness
decreases continuously at constant power up to TD < 1100 s, and increases afterward. ed
increase of the mean value TD < 1100 s is comparable with the abrupt intensity increase
during the jumps. Hence the observed increase in the mean intensity for TD < 1100 s must
be dominated by a smoothening of the coating. The roughness decreases continuously at
constant power up to TD < 1100 s, and increases afterward. The sudden changes of the
amplitude, when the power is increased, are related to a nearly instant reduction of the
roughness of the film.
Since no significant changes in electron density were found, FD is dominated by the in-
creasing deposition rate due to higher DC power, and not by microstructural changes.
This result is in good agreement with the linear behavior of deposition rate and DC power
found for single element targets. For a better understanding of the influence of the DC
power during the sputtering from a compound target, simulations were performed. The
results are presented in the next section.
9.4 Simulations of the sputtering process at different DC powers
The in situ measurements covered the range of DC power from 50 W to 200 W. The
applied DC current influences the amount of Ar+ ions impinging on the target surface,
whereas the DC Voltage mainly influences the nascent angular and energetic distribution
[Wai78].
Fig. 9.4 presents the experimental values for the current and the voltage at the different
DC powers. As can be seen, both increase simultaneously.
For the investigation of the influence of the different applied voltage, simulations of the
sputtering process at the target position were performed (s. Chap. 6). In this section, the
results of the TRIDYN simulations for the maximum DC power of 200 W (Ar+ energy
of 310 eV) are compared to the calculations for the minimum DC power of 50 W (Ar+
energy of 280 eV). The element-specific differences of the elements C and V in the nascent
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Figure 9.4: DC current and DC voltage at the different DC powers.
Element Esp (50 W) Esp(200 W) Ytot(50 W) Ytot(200 W)
[eV] [eV]
V 7.83 8.23 0.090 0.103
C 11.66 12.40 0.099 0.113
Table 9.1: Table presenting the resulting average energy Esp and the sputter yield Y of
the sputtered particles at the DC power of 50 W and 200 W.
distribution will be discussed in more detail in Chap. 10.
Fig. 9.5 shows the simulated nascent angular and energetic distribution of the sputtered
particles at the different DC power. Only negligibly small variations are visible for both
elements.
Tab. 9.1 shows the result for Ytot and Esp at different DC power for C and V. For both
elements, the parameters increase for higher DC power.
The Esp of both elements is around 5 % higher at 200 W. The enhancement of 15% of
the total sputter yield Ytot seems significant. However, due to the geometry of the sputter
chamber, only the particles with emission angles 6-16 ° have a high probability to arrive
at the substrate (s. Chap. 6). Considering only this relevant angular region, the energy
of the sputtered particles is only 1 % higher at 200 W, while the sputter yield is enhanced
only by 3%. Both deviation are too small to account for significant changes in the electron
density.
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Figure 9.5: Nascent angular distribution of (a) V and (b) C at the DC power of 50 W and
200 W.
The TRIDYN results showed that the nascent angular and energetic distribution is only
slightly influenced by the increase of the applied voltage. However, by increasing the DC
power additionally the amount of Ar+ ions impinging on the target is enhanced. This
leads to an increase in the amount of the particles sputtered from the target. Besides
the sputtering at the target, the transport of the particles in the gas phase has to be
considered. Collisions of the particles in the gas phase influence the amount of arriving
particles.
Therefore, simulations of the transport were performed using the software tool SIMTRA
(s. Chap. 6). Due to the similarity of the results from TRIDYN, the calculations were
restricted for the DC power of 200 W.
Simulations were performed with N0 = 107 particles sputtered from the target. The
working gas pressure p = 0.2 Pa was used as input parameter.
In Tab. 9.2 the results of the SIMTRA simulations are presented. In addition, the calcu-
lated energy-dependent mean-free path (MFP) for both elements using the results from
TRIDYN (s. Sec. 1.1.3) is shown.
The average final energy, Efinal, of particles arriving on the substrate deviates only slightly
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Element N/N0 Efinal(N0) MFP
[eV] [cm]
V 0.0142 8.02 18.44
C 0.0155 11.51 20.11
Table 9.2: Results of the SIMTRA simulations: Fraction of the sputtered particles arriv-
ing on the substrate N/N0 for N0 = 107 sputtered particles from the target and the average
final energy Efinal. The energy dependent mean free path at p = 0.2 Pa was calculated us-
ing the average energy Esp of the sputtered particles, determined by TRIDYN simulations.
from the initial energy of the particles leaving the target. For both elements, N/N0 is
around 1 %.
The calculated (MFP) for both elements is larger than the target-substrate distance.
Therefore almost no collisions are expected.
This explains well the results of the SIMTRA simulations: The final energy Efinal is
only slightly decreased, since the particles don’t loose energy in collisions. In Chap. 6,
the fraction N/N0 for the given sputter chamber geometry was estimated. In case that
the sputtered particles do not collide on their way in the gasphase, approximately 1% of
the particles arrive on the substrate. This is in good agreement with the results of the
simulations.
The simulations show that an enhancement of the DC voltage leads only to slight vari-
ations in the nascent distribution. An increase in DC current enhances the amount of
impinging Ar+ ions on the target and consequently the amount of sputtered particles at
the target position. Due to the large MFP at the low pressure, no collisions take place.
Therefore, the amount of particles arriving at the substrate is proportional to the amount
of sputtered particles. The dominating process when changing the DC power is hence
the increase of Ar+ ions impinging on the target This explains well the observed linear
relation between the deposition rate and the applied power.
9.5 Discussion & summary
In this chapter, the influence of the DC power during the sputter deposition from a com-
pound target was investigated.
For the investigation a fast and successful approach to determine the thickness increase
was presented: Since the rate of the thickness increase can be directly extracted from the
in situ data, the growth of only one sample was monitored and the thickness increase was
directly extracted.
The observed jumps in intensity are dominated by a instant reduction of the roughness of
the film, when the power is increased. These sudden changes are only accessible during
in situ experiments.
The in situ measurements showed that a stepwise increase in ∆ P leads to a stepwise
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decrease in the oscillation period τ . From τ , the thickness increase FD for the different
DC powers was calculated. A linear dependency of ∆P and FD was found.
No significant microstructural changes due to the power change were observed by HRTEM.
The observed increase in the mean intensity of the in situ XRR curve must be dominated
by a smoothening of the coating. The roughness decreases continuously at constant power
up to TD < 1100 s, and increases afterward. For higher thicknesses, this increase in rough-
ness expected [Tho77, Sha10]. However, the smoothening of the film for the first power
steps is contrary to this statement. This finding will be discussed in more detail in the
next chapter.
Since no significant changes in electron density were found, FD is dominated by the in-
creasing deposition rate due to higher DC power, and not by microstructural changes.
This is in good agreement with the simulations of the sputter process. By increasing the
DC power, the sputter process is mostly influenced by the enhanced DC current. This
leads to a higher amount of Ar+ ions and hence to more sputtered particles from the
target with similar energetic and angular distribution. This is in accordance with the
linear increase of the deposition rate with the DC power.
A similar finding has been reported by [Die05]. Here, a linear increase in deposition rate
with increasing DC power during the sputtering from a Ge2Sb2Te5 target was found. No
changes in the microstructure were revealed by XRR measurements after growth.
[Pau02] investigated the influence of the DC power during the sputtering from a Cr3C2
compound target. The deposition rate was determined by SEM measurements. Here
the deposition rate increased linearly with the DC power. Here the applied DC power
influenced mostly the morphology, while the microstructure of the films was similar.
Furthermore, this result is in good agreement with the linear relation between power and
deposition rate found for single element targets [Wai78].

10 Influence of the Pressure on the Thin Film
Formation
The working gas pressure influences the mean free path (MFP) of the sputtered parti-
cles. Hence, the angular and energetic distribution of the sputtered particles depends
also on their transport through the gas phase. Therefore, a simple way to influence the
microstructure formation is the variation of the working gas pressure.
For this investigation two samples were deposited. For one sample, the working gas pres-
sure was kept low to strongly reduce the collision rate. For the other sample, the pressure
was set to a high value resulting in a a high collision rate of the sputtered particles with
the gas atoms.
The differences in the microstructure evolution were followed by in situ XRR measure-
ments. Angle-dependent XRR measurements before and after growth are presented. Sim-
ulations based on the Parratt-Algorithm were performed to gain a quantitative under-
standing.
To understand the differences in the thin film formation at the different pressure, simula-
tions of the sputter process were performed. The simulation show a change in the chemical
composition. To verify this, XPS measurements were performed and analyzed. Further-
more, by using XRD, it was possible to gain insight in the pressure-induced differences in
texture.
10.1 In situ XRR measurements at different working gas pressures
In this section, the thin film formation is monitored at steady growth conditions, where
the pressure as well as the DC power are constant. The more complex plasma ignition
period will be discussed in Chap. 11.
For the investigation of the influence of the working gas pressure, two samples were de-
posited.
For one sample, LP-a (3.5), the working gas pressure was reduced to p = 0.2 Pa. As
shown in Chap. 9, for this pressure condition almost no collisions of the particles in the
gas phase are expected. Since the sample is representative for all samples grown at this
low pressure conditions, in the following the abbreviation LP is chosen.
The growth of LP is compared to the microstructure formation of the sample HP-a (in
the following: HP). Here the working gas pressure was kept constant at p = 4 Pa, result-
ing in several collisions of the sputtered particles in the gas phase. The detailed sample
description can be found in Chap. 5.
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Figure 10.1: Selected process parameters ((a) and (c)) and stationary in situ measure-
ments ((c) and (d), black dotted lines) at high and low working gas pressure, respectively.
The mean value of the intensity is marked by a purple line. Simulations are presented with
red lines. The orange line marks the begin of steady growth conditions.
Fig. 10.1 presents the in situ X-ray measurements, their simulations, and selected pro-
cess parameters for both samples. The left column corresponds to HP, the right column
to LP. The process parameters of both samples are presented in the upper row [(a) and
(c)], the in situ X-ray measurements and their simulations in the lower row [(b) and (d)].
The main process parameters are the DC power (blue line) and the working gas pressure
(red dots). In case of HP, the pressure is still slightly increasing after plasma ignition
at t= 0 s. Steady growth conditions are reached at ts ≈ 37s, marked by an orange line.
For LP, the pressure is decreasing after plasma ignition, and steady growth conditions are
reached at ts ≈ 122 s. The initial growth region with t < ts is shaded in gray.
The experimental X-ray data are represented by black dotted lines, the mean intensity by
purple lines. Their simulations (red lines) are shown for the steady growth region. Both
in situ measurements show the typical growth oscillations, but it is instantly visible that
the pressure has a strong influence on the structure formation.
In the steady growth regime, both in situ curves oscillate with constant period. At high
pressure, FD= 0.132± 0.003 nm/s was estimated using equation (8.8). At low pressure,
the estimated FD =0.215±0.003 nm/s is by nearly factor 2 larger than at high pressure.
This difference is related to a higher collision rate at higher pressure, which will be dis-
cussed later.
As shown in Fig. 10.1, the envelope of the growth oscillations is very sensitive to pressure-
induced changes of the microstructure. At high pressure, the amplitude decreases and is
completely damped at t >200 s. At low pressure, the amplitude increases up to t=200 s,
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then decreases slowly. For HP, zcrit is reached at tres ≈ 150 s, assuming a constant FD
in the initial growth phase. Therefore the damping of the growth oscillations for t< tres
must be related to roughness changes. For LP, zcrit is reached at tres=68 s. Since ts ≈122
s > tres, i.e. the damping of the amplitude in the later growth region is strongly influenced
by resolution effects even if roughness effects cannot be excluded.
10.2 Angle-dependent XRR measurements before and after growth
For the analysis of the in situ data, it is important to characterize the Si substrate, which
are covered by a natural oxide layer. For the characterization, angle-dependent XRR
measurements before growth were conducted.
Fig. 10.2 (a) shows the reflectivity measurement after data processing for the two Si
substrates (colored lines). For fitting the data, a two layer system was assumed. On top
of the Si substrate a 2.5 nm thick natural oxide layer was used as an input parameter.
The roughness of the Si substrate and the oxide are around 0.4 ± 0.03 nm.
The fits, presented as black curves,are in good agreement with the experimental data.
The δ-profiles resulting from the fitting procedure are presented in Fig. 10.2 (b). The Si
substrate and the oxide layer are indicated by gray boxes.
The measurements for both samples were performed at the DiffLab using an X-ray energy
of 8.05 keV (Cu-Kα). The experimental data are presented in Fig. 10.2 (c), color.
Differences in both XRR curves are directly observed. The critical angle for the XRR
curve at high pressure is located at lower angles compared to the measurement at low
pressure. This indicates that the film, grown at high pressure has a lower electron den-
sity. Kissieg fringes are not observed for HP, but for LP. Additionally, the slope of HP
decreases fast. Both indicates a strong roughness of the film, deposited at high pressure.
The best fits of the curves are presented in Fig. 10.2 (c), black lines.
Since the samples were put in ambient conditions, besides the deposited VC1−x thin film,
a V2O3 layer (ρ = 4.87g/cm3) was taken into account to achieve a good agreement with
the experimental data.
In case of HP, a 80 nm thick layer with an electron density of ρe = 3.8 g/cm3 and a
roughness of σ = 2.5 nm was used.
For LP, it was not possible to fit the curve assuming only one single layer. A interface
layer was needed for achieving a good agreement with the experimental data. This in-
terface layer is a result of the nucleation behavior and will be discussed in more detail in
Chap. 11.
For the here discussed steady growth conditions, only the top most layer is relevant. For
the fit, a 120 nm thick film with ρe = 5.1 g/cm3 and σ = 0.4 nm was used.
The resulting δ-profiles are presented in Fig. 10.2 (d). The oxide layer is denoted by a
black arrow. Please note that the δ-values correspond to the X-ray energy of 8.05 keV.
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Figure 10.2: (a) XRR measurements (color) and the fits (black lines) of the Si substrates
(using the X-ray energy of 10 keV). (b) δ-profile resulting from the fit. (c) XRR measure-
ments (color) and the fits (black lines) of the samples after growth (using the X-ray energy
of 8.05 keV (Cu-Kα)). (d) δ-profile resulting from the fit. The gray box indicates the Si
substrate with its natural oxide layer.
The XRR measurements of the Si substrate showed similar properties. The XRR curves
after growth differ strongly for the two pressure conditions. The film at high pressure is
a factor of two thinner, much rougher, and less dense than the film deposited at low
pressure.
The here determined values of δ, σ and D are used as start and end values for the
simulations of the in situ measurements. The latter are presented in the next section.
10.3 Simulations of the in situ XRR measurements
The details of the time-dependent microstructure formation were determined by fitting
a simple model to the experimental data. The coating was assumed to be a layer with
increasing thickness D(t), where time-dependent variations in roughness σ(t) and electron
density ρ(t) only happen at the growth front. In the following, time-dependent variations
in electron density are described using δ(t).
For the simulation of the in situ XRR curves, the Parratt-formalism for growing films
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Figure 10.3: Simulation input for the stationary measurements: (a) thickness D(t), (b)
δ(t), (c) σ(t). The point in time, ts, when the steady growth conditions are reached, is indi-
cated by dotted lines for both samples.
was used (s. Chap. 8). As start values for the fit procedure, the estimated FD(t), the
average δ and σ determined from the XRR measurements before and after growth were
used. FD(t), δ(t) and σ(t) were optimized to fit the simulation to the experimental data.
Within the model, both, δ(t) and σ(t) influence the amplitude and the mean value of the
intensity in a characteristic way. In our case, δ(t) and σ(t) are continuous and vary only
slowly compared to the oscillation period. Changes in δ(t), σ(t) and D(t) larger than
1% lead to deviation of the simulated data from the experiment. Since the results of the
XRR measurements before and after growth were used as start points for the simulation,
the values of δ(t), σ(t) and D(t) can be determined with an estimated precision of around
1%. The results are presented in Fig. 10.3.
As estimated, the thickness D(t) of both films is increasing almost linearly with time.
However, the slight decrease of 5% of FD(t) at high pressure could only be revealed by
the fitting.
For LP, the expected decrease in σ(t) of the film up to t = 200 s was confirmed.
Although the amplitude for t> 200 s is mainly influenced by the resolution, a further
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Element Esp MFP MFP N/N0 N/N0
[eV] [cm] [cm] [%] [%]
(LP) (HP) (LP) (HP)
V 8.23 18.44 0.92 0.0142 0.0027
C 12.40 20.11 1.01 0.0155 0.0026
Table 10.1: The average energy Esp of the sputtered particles was determined by TRI-
DYN simulations. From this, the energy dependent mean free path at p = 0.2 Pa and
p = 4 Pa was calculated. Values for mass and radii are taken from the SIMTRA program.
The fraction of the sputtered particles arriving on the substrate N/N0 was simulated using
SIMTRA.
slight smoothening process was determined by the fitting. For HP, a strong increase in
roughness was found even after the complete damping of the oscillations.
For HP the fitting revealed a decrease in the mean electron density in the first 130 s
of deposition. This might be related to the influence of the substrate on the nucleation
behavior. At a certain coating thickness, this influence can be neglected. Consistent with
this the mean electron density for LP was only determined at high coating thicknesses
and is constant, as expected. To understand these differences in thin film formation at
the different working gas pressures, simulations of the sputtering process were performed
(s. Sec. 1). The results are presented in the following.
10.4 Simulations of the sputtering process at different gas pressures
In this section, the simulations of the sputter process at the different working gas pressure
are presented. For that, the results of the SIMTRA simulations at p=0.2 Pa (s. Chap. 9)
are compared with calculations at p=4 Pa. For both simulations, the amount of sputtered
particles at the target position was set to N0 = 107.
The results of the SIMTRA simulations are presented in Tab. 10.1. The calculated flux
N/N0 decreases with increasing pressure for both elements. Furthermore, the simulations
predict a change in chemical composition from a C/V ratio of 0.9 at low pressure to
C/V = 1.1 at high pressure.
The decrease in the calculated flux N/N0 can be explained, considering the MFP. Tab.
10.1 presents the calculated energy-dependent MFP for both pressures using the results
from TRIDYN (s. Sec. 1.1.3). As already stated in Chap. 9, the MFP at low pressure
exceeds the target-to-substrate distance. Hence no collisions of the sputtered particles
with the Ar atoms are expected. At high pressure, the MFP is strongly reduced and more
particles are scattered to the side [Aba09].
The prediction of changes in the chemical composition are more striking. One might
expect that the stoichiometry of the target is mirrored in the film composition.
For experimental verification of the change in chemical composition, XPS measurements
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were performed on LP-c(3.5) and HP-b, which will be presented in the next section.
10.5 X-ray spectroscopy measurements
10.5.1 Qualitative analysis of the XPS spectra
For the analysis of the chemical composition, XPS measurements were performed in the
UHV Analysis Lab. The experimental details can be found in chapter 5.5. Fig. 10.4
shows (a) the overview scan and (b) the region scans around the V2p and (c) C1s peaks
for the sample grown at low (black) and high pressure (red). The photo emission peaks
of the detected elements are highlighted in blue in Fig. 10.4 (a). The most intense peaks
in the overview scan can be attributed to the V2p peak at 520 eV and to the C1s peak
at 284 eV [Mou92].
Detailed region scans were performed (s. Fig. 10.4 b),c)) for both elements. The V2p1/2
peak position is found at 521.6 ± 0.5 eV, the V2p3/2 at 514.1 ± 0.5 eV.
The carbon peak is split into two peaks due to different chemical bonding: The peak at
284.5± 0.5 eV can be attributed to C-C bonding, the one at 282.9 ± 0.5 eV is connected
to the V-C bonding. In case of the low pressure sample, the intensities of the peaks
corresponding to C-C and C-V are comparable. For the high pressure sample, the V-C
peak is approximately twice as intense as the C-C peak.
The peak positions both for V and C are in good agreement with values found in the
literature for V-C. The V2p1/2 peak position was found e.g at 521.3 eV for single crystal
[Bra75], at 520.7 eV for VC thin films deposited by pulsed-laser deposition [Teg09] and
520.9±0.2 eV for V-C films prepared by caburization of V2O5[Cho99]. The V2p3/2 peak
was reported at the following positions: 513.8 eV [Bra75], at 513.1 eV for V-C thin film
prepared by RF-sputtering [Lia05] and 513.8 eV [Teg09]. The C peak, connected to the
V-C bonding was found at 282.2±0.2 eV [Cho99], at 282.5 eV [Lia05], at 283.1 eV [Teg09].
The C peak, connected to C-C bonding, was reported at e.g. 284.5 eV [Lia05], 284.3 eV
[Cho99].
Besides the main elements V and C, traces of other elements are detected. Ti impurities
are detected around a binding energy of 461 eV (Ti2p3/2) and 455 eV (Ti2p3/2) [EM10b].
The peaks at 242 eV and 244eV can be attributed to Ar2p1/2 and Ar2p3/2. Additionally
a peak due to nitrogen impurities can be found at 397.3 eV. The peak at 531.2 eV can be
related to the oxygen O1s peak. [Mou92].
The metallic impurities can be attributed to the small contamination of the target. The
impurities of the gas might be related to a small contamination of the gas lines or to a
certain oxygen content in the target.
10.5.2 Quantitative analysis of the XPS spectra
For the quantitative analysis of the XPS spectra, the software CasaXPS was used [Fai05].
After identifying the photo emission peaks of the elements in the overview scans (s. Fig.
























































Figure 10.4: (a) Overview scans of the samples grown at low (black) and high (red) pres-
sure. The photo emission peaks of the detected elements are highlighted by blue boxes. (b)
Detailed region scans for V2p and O1s. (c) Detailed region scan for the C1s revealing the
splitting of the peak due to different chemical bonding.
10.4 a)), regions were defined around the main peaks of the elements. The peak area
was determined after background correction. The Shirley background was used for all
elements except for the metal components. In this case, the background was subtracted
according to Tougaard (s. Chap. 4). The R.S.F.s were taken from the CASA XPS
software. Tab. 10.2 summarizes the used photo emission peaks, background subtraction
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Element Transition Background R.S.F.
C 1s Shirley 1.00
V 2p Tougaard 6.92
N 1s Shirley 1.59
Ar 2p Shirley 3.90
O 1s Shirley 2.31
Ti 2p Tougaard 6.6
Table 10.2: Background subtraction method and relative sensitivity factors (R.S.F.) used
for the determination of the chemical composition of the VC samples.
Element low pressure
(EPMA)
low pressure (XPS) high pressure (XPS)
[at. %] [at. %] [at. %]
C 56.19 56.6 42.2
V 40.35 38.9 47.1
N 0.9 1.6 5.5
Ar 0.65 1.9 1.1
Ti 1.06 0.7 0.7
O - 0.1 3.4
Ta 0.47 - -
W 0.37 - -
C/V 1.39 1.45 0.90
Table 10.3: Results for the chemical composition of the VC1−x thin films grown at a Ar
pressure of 0.2 Pa by XPS and EPMA, and Ar pressure of 2 Pa by XPS
method and R.S.F.s for each detected element.
The atomic percentages were determined according to Eqn. 4.2 in Chapter 4. The results
of both samples are presented in Tab. 10.3.
In case of LP, XPS revealed a higher C content compared to V. In case of HP, the C
content is smaller than the V content. For LP the C/V ratio is approximately 1.4. The
C/V ratio of the high pressure sample is 0.9, as can be seen in Tab. 10.3.
Besides C and V, XPS detected traces of N, Ar, Ti and O. As expected, the content of
those impurities in the film is low.
As shown in Chap. 4, different background subtraction and R.S.F.s lead to different re-
sults for the chemical composition. For the XPS analysis the systematic error is therefore
in the range of 4-5 % due to the background and R.S.F.s.
For the verification of our parameters, additional EPMA measurements on the sample
LP-EPMA were performed by our collaboration partners at IAM-AWP (Tab. 10.3). The
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error for the chemical composition in case of EPMA is around 0.5 %.
The results of the XPS analysis and EMPA are in very good agreement. EPMA confirmed
the C/V-ratio of 1.45 at low pressure.
Besides the main elements C and V, EPMA detected additionally traces of W and Ta,
which can be attributed to contamination in the target.
The determined C/V ratios are in good agreement with the result of the SIMTRA simu-
lations. In the next section, the reason for the different chemical composition at low and
high pressure is discussed.
10.6 Discussion: Pressure-induced variations of the chemical
composition
In case of low pressure, the chemical composition was determined using XPS and EMPA.
For both methods, an excess of C in the film was detected. This is in good agreement
with the results of SIMTRA.
However, to exclude that the excess of C is not due to contamination of the sputtering
chamber and its components, a pure vanadium metal film was investigated. The sample
description can be found in Chap. 5.
The sample was transferred into the XPS via the transfer systems without exposure to
ambient conditions. Fig. 10.5 (a) shows the overview scans of the Vanadium thin film.
For comparison a typical overview scan of a VC sample is presented. In Fig. 10.5 (b) the
normalized C1s peaks of both samples are represented.
As can be clearly seen, the C1s of the VC sample is much higher compared to the low
intense C1s peak of the metallic sample. For the Vanadium sample, almost no C is de-
tected.
The blue boxes correspond peak positions of the C1s peak depending on the binding of
the carbon [Mou92]. No indication for C-V binding was found for the metal film.
As a final conclusion, the carbon excess in the VC1−x thin films is not due to external
contamination in the chamber and has to be result of the sputter process.
Therefore in the following, the sputtering process at the different pressure conditions is
discussed based on the results of the simulations.
Considering the results of the TRIDYN simulations (s. Chap. 6), the angular distribu-
tion of both elements varies. The TRIDYN calculation investigates only local processes.
However, the sputter process at the target is influenced by the geometry of the target and
its racetrack.
If the particles do not collide in the gas phase, only the particles with in the angular
distribution of 6-16 °will arrive at the substrate. In this angular range, the emission flux
for the C atoms is almost enhanced by a factor of 2 compared to V.
The reason for this enhancement can be understood qualitatively [And88, Ols79]: The
compound target consists of two elements which vary significantly in their mass, while
10.6 Discussion: Pressure-induced variations of the chemical composition 99
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Figure 10.5: (a) Overview scans of the V thin film. For comparison, a typical overview
scan of a VC thin film is presented. The V2p photoemission peaks are indicated by orange
boxes. The C1s peak position is highlighted by a blue box. The curves are shifted for a
better comparison. (b) Normalized C1s peaks of the three samples. Expected peak position
of C1s peaks are indicated by blue boxes [Mou92].
the mass of the Ar+ ions impinging on the target lies in-between.
The mass of C is smaller than the mass of the Ar+ ions . Therefore, under ion impact the
sputtered particle might be reflected from the underlying atoms. The light C atoms are
emitted after only few collisions and leave the target preferably along the target normal.
The heavier V atoms, however, are emitted by the collision cascades. Therefore, the V
atoms undergo much more collisions along their path to the target surface and hence
are sputtered off axis with a higher probability. This mechanism tends to increase the
yield at oblique emission and thus leads to the observed heart-shaped angular distribution
[Yam95].
The preferential sputtering of lighter constituents was first shown experimentally by
[Ols79]. However, it was stated that this explanation is only valid for low-energy Ar+
ions up to 300 eV, which is in good accordance with our experimental setup. A similar
result for the nascent angular distribution was found by [Nei08] for Ti-B thin films. Here,
the emission flux along the target normal was enhanced for the lighter element B com-
pared to Ti.
Considering the MFP of the elements at low pressure, no collisions are expected in the gas
phase. Therefore, the chemical composition is mainly influenced by the sputter process
at the target. This explains well the C excess in the thin films at low pressure.
[Mra13] investigated the effect on the chemical composition of the film depending on the
angular position of the substrate in respect to the target axis. Comparison of the results
is challenging, since the chemical composition of the films is strongly dependent on the
chamber geometry. However, the change in chemical composition seems to depend on the
relation of MFP and the target-to-substrate-distance.
The films were prepared by sputtering from a Cr-Al-C compound target. For low pressure
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conditions, the MFP exceeded the target-to-substrate distance. In this case, the thin film
had an excess in C, if the substrate was mounted directly opposite of the target. However,
the metallic content in the film increases for higher angles. This is in good agreement
with the above-mentioned argument.
At high pressure, the MFP is strongly reduced, resulting in several collisions of the sput-
tered particles. Since the C atoms are much lighter compared to V, they are sputtered
off-axis in collisions with the Ar atoms with a higher probability [Aba09, Nei08, Mra13].
Therefore, less C atoms arrive at the substrate and the composition of the film is closer
to the target composition.
In summary, the change in chemical composition is a result of the sputter process from
a compound target, where the constituents vary significant in their mass. This leads to
element-specific variations of the nascent angular and energetic distribution at the target
position. Furthermore, the elements behave differently in the collisions in the gas phase.
Similar results have been reported by [Nei08] for Ti-B, by [Mra13] for Cr-Al-C, by [Ekl07]
for Ti3SiC2 or by [Zha13] for VC-C-Co systems. All found an deviation of the chemical
composition in the film from the target composition. At low pressure conditions, if the
MFP is larger than the target-to-substrate-distance, an enhancement of the light element
was found. At high pressure, the composition of the film changed in favor of the heavier
element.
The observed changes in the chemical composition can influence the texture formation in
the films. For that, XRD measurements after growth were performed, which are presented
in the next chapter.
10.7 Texture investigations
XRD measurements were performed to investigate the influence of the working gas pres-
sure on the texture formation (s. Sec. 5).
Fig. 10.6 shows the radial scan along the sample normal for both samples. The Si(004)
peak from the substrate is indicated by an arrow. The main peaks of the coatings are
indicated by gray boxes. All coating reflections with the Miller indices (111),(200),(220)
and (222) can be attributed to the expected typical rock salt structure.
For LP, the (200) peaks is more intense compared to the (111) peak. This is usually found
for powder-like samples [Lia05, Sam12]. For HP, the (111)-peak is the most intense peak.
Hence, HP-b exhibits a strong (111)-texture [Zha14].
As shown in Chapter 2, changes in the coating structure have been found for mono-
carbides of transition metals depending on the C content. Hence the texture might be
related to the pressure-dependent chemical composition.
[Sam12] investigated the microstructure of Ti-C systems using reactive sputtering from a
metal Ti target. For all films containing C, a NaCl structure was observed. For films with
C/V > 1 , the X-ray pattern show broader and less intense (111) and (200) peaks with
increasing C content. SEM cross section shows a featureless microstructure. For films


































Figure 10.6: Θ − 2Θ scans performed after deposition of the sample grown at high pres-
sure (upper curve) and low pressure (lower curve). The curves are vertically shifted for bet-
ter comparison. The main peaks are indicated by gray boxes.
with C/V < 1, the intensity of the (111) peaks exceeds the (200) peak. The corresponding
SEM cross section images of the samples show a columnar microstructure with a rough
surface.
[MM09] investigated additional the microstructure of Ti-C systems. The films were de-
posited using two single targets of C and Ti. The C content was changed by the variation
of the applied power. Cross-section SEM images show the same evolution as [Sam12]. A
marked columnar structure vanishes with increasing C content.
[Zha14] prepared Nb-C thin films by reactive sputtering from a Nb target. Also in this
work, the XRD measurements showed a transition of power-like to strongly (111)-textured
film with decreasing C content.
Independent of the deposition technique and the used transition metals, films with a
higher C content were found to be powder-like, while a low amount of C leads to a fiber
texture. This is in good agreement with our results.
The differences in the texture explain well the variations in the roughness with time. At
high pressure a fiber texture is evolving. This leads typically to a higher roughness of the
films due to the strong faceting [Zha05, MM09, Sam12, Zha14].
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10.8 Summary & conclusion
In this chapter, the growth of VC1−x thin at different pressure conditions was monitored.
The in situ measurements are very sensitive to the pressure-induced changes in the mi-
crostructure.
At low pressure, the thickness of the film increases almost twice as fast as at high pressure.
Simulations of the in situ measurements allow the quantitative analysis of the data. At
low pressure, the film is smoothening with time. At high pressure, a fast increase in rough-
ness is observed. Moreover, a slight decrease in the mean electron density was found in
the beginning, which might be related to the nucleation behavior.
For a better understanding of the sputter process at different pressures, simulations were
performed. They indicated a variation in the C/V-ratio for the different pressures. XPS
confirmed, that films grown at low pressure have a C excess (C/V = 1.4), while at high
pressure the metallic content is larger (C/V=0.9). The change in chemical composition is
due to the sputter process from a compound target, which consists of two elements with
significant mass difference.
Moreover, pressure-induced changes in the texture were found, which can be explained
by the variations of the chemical composition.
Considering those results, the following growth model is proposed:
At high pressure, the MFP of the sputtered particles is strongly reduced. The particles
undergo more collisions leading to a lower thickness increase of the film during the growth.
Due to the significant different mass of V and C, less C atoms reach the substrate. This
leads to a lower C content in the film and the phase separation is not as enhanced as in
case of LP. A fiber texture is evolving, which leads to the growth of a rough film.
At low pressure, the MFP of C and V is longer than the target-to-substrate distance
indicating almost no collisions of the particles with the Ar atoms.
This leads to a fast increase of thickness, which was shown by in situ XRR measurements.
Furthermore, the chemical composition of the film is dominated by the element-specific
angular distribution at the target position. The growing film exhibits C excess, leading to
a phase separation. C-induced re-nucleation leads to the growth of small cystallites and
hence to the growth of a smooth film. This is in good agreement with the quantitative
analysis of the in situ data. At low pressure, the film is rougher in the beginning of the
deposition, which can be related to the initial high pressure. However, with time, the
content of a-C increases. Due to C-induced renucleation, a nanocomposite film growths
with small grains, thus resulting in a smooth film.
11 Initial growth of a VC thin film
In the beginning of a sputtering process, the growth conditions, e.g. pressure and power,
can change fast due to the special conditions needed for plasma ignition. Those variations
in the deposition conditions might influence the microstructure formation.
To avoid deposition during this initial phase, shutter systems are used. The shutters are
positioned above the substrate or below the target. They are retracted when the growth
conditions are stable.
However, not all sputter systems used in research and industry are equipped with such
shutter systems. Hence it is of great interest to investigate the influence of the variations
in the deposition conditions on the initial growth. Moreover these investigations might
give insight in the growth of samples with a gradient microstructure.
Therefore, in situ XRR measurements were performed at different initial pressures.
The Si substrate were characterized by angle-dependent XRR measurements. Changes in
the microstructure due to the different initial pressures were investigated additionally by
post-growth XRR and HRTEM measurements.
11.1 Characterization of the Si substrates
In this chapter, the initial growth of VC1−x thin films is investigated. The choice of the
substrate, however, influences the microstructure in the intial growth regime. The used
Si substrates are manufactured by the same company, but are taken from different wafers.
This might lead to different thickness, electron density and roughness of the SiOx layer.
Therefore, XRR measurements of all Si substrate were performed before growth . All
Si substrates showed similar properties. As already shown already in Chap. 10, the
XRR measurements could be fitted assuming on top of the Si substrate a 2.5±0.2 nm
thick natural oxide layer. The roughness of the interface and the surface were around
0.4 ± 0.03 nm.
The similarity of the Si wafers simplifies the interpretation of the in situ XRR data, which
are presented in the next section.
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11.2 In situ measurements of the specular reflectivity
Fig. 11.1 show measured in situ XRR curves and their calculated mean value (red line)
at the fixed angular position αfix =1.6° for different initial pressure conditions. The
development of the pressure in the chamber is shown by blue lines. The plasma ignition
at t=0 s is marked by green lines.
In Fig. 11.1 (a) the experimental data for the sample HP-a (s. Chapter 10) deposited at
constant pressure are presented for comparison.
Fig. 11.1 (b)-(f) present in situ measurements, where the pressure condition p0 at plasma
ignition was varied from 4 Pa to 1.5 Pa.
For all deposition conditions except for p0=1.5 Pa, it was verified that the measurements
are reproducible (at the same p0).
Depending on the initial pressure, the growth oscillations of the in situ XRR curves show
significant differences in the period as well as the amplitude. However, due to the similar
characteristics of the in situ measurements in certain pressure regimes, the samples can be
classified in three groups based on the temporal evolution of the amplitude of the growth
oscillations:
1. high initial pressure of p0=3.5-4 Pa [Fig. 11.1 (b),(c)]:
The amplitude of the growth oscillations is strongly damped. For t > 50 s, the
intensity increases significantly.
2. medium initial pressure of of p0=2.5-3 Pa [Fig. 11.1 (d),(e)]:
The damping of the amplitude is not as strong as at high pressure. The intensity
increases with time.
3. low initial pressure below p0=2 Pa [Fig. 11.1 (f)]:
The amplitude is not continuously damped, but shows strong variations which are
not visible in case of higher initial pressures.
Moreover, for all depositions, during the first 20 s the intensity differs only slightly from
the specular intensity before growth. However, for high initial pressures a slight decrease
is visible. This is not the case for the other samples.
Besides the differences in the amplitude, the mean intensity and the period show vari-
ations depending on the initial pressure.
11.2 In situ measurements of the specular reflectivity 105






































































































































































































































Figure 11.1: In situ XRR measurements (black dotted lines) for the different pressure
conditions. The pressure development is presented as blue line. At t=0 s the plasma was
ignited (marked by a green line). In case of (a), the pressure was kept constant. (b)-(f)
present the experimental data at different initial pressures, where the Ar flux was reduced
after plasma ignition. In situ measurements which show similar characteristics are plotted
in the same row.
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For all in situ curves, the mean intensity has a peak at t≈ 30 s. For t > 60s, the
mean value behaves differently depending on the pressure conditions: At high constant
pressure, the mean value decreases. For the other samples, an increase of the mean value
with increasing p0 is visible.
Changes in the oscillation period τ with time and decreasing pressure can be observed
in case of low initial pressure. Here the first three oscillation differ in their period τ from
each other.
When extracting the period length of the single growth oscillations for every p0, the same
behavior is found for all samples. However, for all samples, after a certain deposition
time, the period stays constant at τ ≈ 10s (denoted by dotted line in Fig. 11.1.
τ is related to the rate of thickness increase ,FD, (s. Chap. 8). It was shown that the
DC power as well as the working gas pressure have a strong influence on FD (Chap. 9
and 10). During the initial growth, power and pressure vary fast, which in turn leads to
a temporal changing deposition rate.
In Chap. 9, the linear relation between DC power and deposition rate was shown. The
changes in the deposition rate depending on the pressure can be calculated using the
Keller-Simmons formula (s. Chap. 1). Combing this, the following time-, pressure- and
power-dependent growth rate F (t) is found:












where f is a normalization factor. Fpower(t) is the time-dependent deposition rate due
to the ramping of the power, depending on the power P (t):




where FD(200W ) = 0.215 nm/s is the experimental determined values at the DC power
200 W, respectively (s. Chap. 9). Framp(t) is presented in Fig. 11.2, black curve.
For the calculation of Keller-Simmons Equation fKS , the energy-, pressure- and time-
dependent MFP is needed. In the following, the calculations are performed for the case
of high initial pressure. For the other pressure conditions, the calculations are performed
in the same manner.
Since the sputter process involves two elements, two independent MFPs λ(Esp,p(t)) are
calculated. The results are presented in Fig. 11.2(b) for C (black curve) and V (green





































































Figure 11.2: (a) Dependence of F on the experimental parameters DC power and pres-
sure. For details s. text. (b) Development of the pressure at high initial pressure, the calcu-
lated element-specific MFP, and its mean values < λ(Esp,p(t)) >.
curve). With increasing time the pressure decreases. In turn, the mean free path of both
elements increases and saturates for small pressures.
For simplicity, the arithmetic mean of the MFP of both elements < λ(Esp,p(t)) > is cho-
sen (red line in Fig.11.2 (b)).
For the determination of f , the following considerations are taken into account:
From the experiments, the deposition rate of FD = 0.215 nm/s at a constant low pres-
sure of p=0.2 Pa was determined. For this pressure, no collisions in the gas phase are
expected.
< λ(Esp,p(t)) > exceeds the substrate-to-target distance for t > t = 81 s for the here
presented pressure condition. This coincides with pressure values p < 0.3 Pa (s. Fig. 11.2
(a)).
This indicates that for this pressure regime, collisions in the gas phase are negligible and
a maximum deposition rate at P=200 W is found at 0.215 nm/s. Therefore, F (t) was
normalized to fKS(p = 0.3 Pa,t(p = 0.3 Pa)).
The resulting F (t) for high pressure is shown in Fig. 11.2 (a), red curve. For the
first 10 s, the deposition rate is strongly reduced. Afterwards it increases with time and
decreasing pressure.
Fig. 11.3 presents the calculated F (t,p0) for the different p0. With increasing initial pres-
sure p0, FD increases slower with time. The moment, when FD is constant, is delayed.
This leads to different time-dependent changes in the deposition rate for each sample.
At low and medium initial pressure, the period of the oscillations is constant for p<0.3
Pa (marked by a red arrow in Fig. 11.1). This indicates that at this point in time the








































Figure 11.3: Fnew(p,P,t) for the three different pressure conditions.
growth process is comparable to the film formation at steady growth conditions. Here only
changes at the growth front were assumed.
However, the time-dependent deposition rate cannot explain all changes of the period.
In case of low initial pressure, the deposition rate increases continuously. However, the
period length varies strongly if the pressure is higher than 0.3 Pa. At high initial pressure,
oscillation with constant periods are visible, when the pressure dropped below p<0.2 Pa.





enced (s. Chap. 1)[Mah09]. This might influence the microstructure formation in the
initial growth regime. Therefore, angle-dependent reflectivity measurements performed
after the deposition, which will be discussed in the next chapter.
11.3 X-ray reflectivity after growth for different initial pressure
For a better understanding of the influence of the pressure on the initial growth of the
VC1−x/a-C thin films, angle-dependent XRR measurements were performed directly after
the deposition in vacoo.
In Fig. 11.4 (a), the experimental data of one sample deposited at high, medium and low
initial pressure are presented in colored lines. The total deposition time was 600 s in the
case of p0=1.5 Pa and p0=3.5 Pa. For p0=2.5 Pa, the growth was stopped after 200 s.
The best fits are presented as black lines. The curves are shifted for better comparison.
Fig. 11.4 (b) and (c) show highlighted regions of the XRR measurements and their fits
for the films grown at low and high pressure. As can be seen, the simulations are in good
11.3 X-ray reflectivity after growth for different initial pressure 109





















































































































Figure 11.4: (a) Angle-dependent XRR measurements (colored lines) for different initial
pressures after growth. The best fits (always shown in black) is shifted for better compar-
ison. (b) and (c) present highlighted regions of the XRR measurements at high and low
initial pressure. (d) δ-profiles around layer I resulting from the input parameters for the fit.
agreement with the experimental data.
The critical angle for all samples is located at αc = 0.25° (qz =0.044 Å−1). This corre-
sponds to a electron density of 5.1 g/cm2, which is 88% of the theoretical bulk density
of V-C (s. Chap. 10). It was not possible to fit the curves assuming a single layer. An
interface layer (in the following called layer I) was needed for achieving a good agreement
with the experimental data. Without the additional layer, the beating in the XRR curve
could not be simulated.
For the different initial pressures, the thickness D, roughness σ and electron density ρe of
layer I were varied. The resulting δ-profiles around layer I are presented in Fig. 11.4 (d).
The input parameters, additionally determined for p0 =3 Pa and p0 =4 Pa, are presented
in Fig. 11.5.
The thickness D decreases with increasing initial pressure from 13 nm to 6 nm. For the
low and high pressure, ρe of layer I was strongly reduced to 61% of the theoretical bulk
density of V-C to achieve a good agreement with the data. The layer I at medium pres-
sure is an exception. The electron density was reduced only to 81 % of the bulk value.
At high pressure, the highest roughness value was needed for achieving a good agreement
with the experimental data. At medium and low pressure, the value used for the rough-
ness were much smaller.
The systematic change in the thickness D of the interface layer can be related to the
variations in the period τ observed in the in situ measurements.
110 11 Initial growth of a VC thin film











































Figure 11.5: Thickness D(P ), roughness σ(P ) and electron density ρe(P ) for the different
interface layer, used for the fit of the experimental data.











Figure 11.6: TEM analysis of samples deposited at high initial pressure. Highlighted re-
gions at for the steady growth regime are presented in the upper row, regions close to the Si
substrate are shown in the lower row. (a) and (b): HRTEM cross section images. In (c) and
(d), the area surrounded by a red line presents the region chosen for the diffraction analy-
sis. The corresponding diffraction pattern is presented in (e) and (f).
For example, at low initial pressure, a 6 nm thick interface layer was used for the fitting.
11.4 Transmission electron microscopy 111
At the here used experimental conditions, during one oscillation period approximately 2.2
nm of the film are deposited. Hence, for the deposition of the interface layer, 3 growth
oscillations should be observed.
In case of low initial pressure, the period τ of the first 3 growth oscillations varied. Af-
terward the period is constant. This indicates that the interface layer growth takes place,
as long as no constant oscillation periods are recorded.
The same relation between interface layer thickness and the period τ is found for the other
samples grown at the different p0. This strongly indicates that the two growth regimes
can be directly identified during an in situ measurements.
The variations in the thickness are due to the influence of the pressure on the deposition
rate. By increasing p0, the pressure decreases slower with time in the chamber. This in
turn delays the moment, when steady growth conditions are reached. Hence the thickness
D of layer I increases with p0.
Moreover, the roughness values determined by the fit are in good agreement with the
expectations from the in situ measurements:
At high initial pressure the amplitudes of the in situ curve are strongly damped - indi-
cating a high roughness of the layer I (s. Chap. 10). This was confirmed by the fit of the
angle-dependent XRR curve after growth.
At low and medium initial pressure no strong damping of the amplitude was visible -
indicating the formation of a smooth interface layer. This is again in good agreement
with the fit parameters of the XRR measurement.
The XRR measurements directly after growth could only be fitted by introducing a
second layer. The fit results agree well with the analysis of the in situ data. For a
further investigation, if the initial growth regime varies from the steady growth conditions,
HRTEM images of the sample grown at high initial pressure are presented in the next
section.
11.4 Transmission electron microscopy
Fig. 11.6 shows the HRTEM analysis of the sample deposited at high initial pressure
(p0=4 Pa). The upper row shows highlighted regions at for the steady growth regime.
The lower row presents images taken of the area close to the Si substrates.
(a) and (b) present the HRTEM cross-section images of regions 10nm ×10 nm. Both
regions show large nanocrystallites which are elongated along the growth direction.
In (c) a dark field image of the entire film is presented. The height of the interface layer
determined from the XRR fit is indicated as a yellow dotted line. Darker spots are visible
in the region of the interface layer. However, in the HRTEM cross-section image close to
the Si substrate presented in Fig. 11.6 (d), a clear and interface layer - as determined by
the XRR measurements - is not visible.
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Additionally electron diffraction was performed. The illuminated region for the later
growth regime is depicted by a red box in Fig. 11.6 (c). Here a large area of the film was
illuminated. The corresponding diffraction pattern is shown in Fig. 11.6 (e). Rings are
visible in the diffraction pattern. This implies, that the film exists of more nanocyrstal-
lites.
For the initial growth regime, digital diffraction analysis has been performed. For that,
the Fourier-transform of the region indicated by the red box in Fig. 11.6 (d) was calcu-
lated. For this very restricted field of view, the diffraction pattern shows spots, indicating
an almost single-crystalline region of the film.
The TEM analysis showed that the film consists of large nanocrystallites. However,
a clear indication of the growth of a bilayer system is not given. In the next section,
the experimental results of the in situ XRR measurements and the measurements after
growth are summarized and discussed.
11.5 Summary & proposed growth models
In the previous sections, the influence of the fast varying deposition conditions in the
initial growth regime on the microstructure was investigated.
Therefore the initial growth was monitored by in situ XRR. Depending on the initial
pressure, different characteristic features of the in situ data were observed, in particular
the period τ and the amplitudes of the growth oscillations showed significant differences.
The XRR measurements after growth showed that in the later growth regime all films
exhibit similar electron density. For the fitting of the XRR curve, interface layers were
introduced, which differed in thickness, electron density and roughness depending on the
initial pressure condition.
This layer could not be clearly identified by TEM analysis.
The results of the in situ measurements were compared with fit results of the angle-
dependent XRR measurements after growth.
The thickness of the interface layer coincided with the estimated thickness increase during
the deposition time, at which growth oscillations with a varying period are recorded. This
indicates that the growth of the interface layer can be directly observed during the in situ
measurement.
The temporal variations in the amplitude can be related to the roughness development
of the film. For example, in case of high initial pressure, a strong damping of the ampli-
tude was found - indicating a high roughness of the interface layer. This was confirmed
by the fit results of the angle-dependent XRR measurements.
The variations in the microstructure formation in the initial growth regime are strongly
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Figure 11.7: Proposed growth models for the different initial pressures.
related to the pressure conditions. The pressure influences the deposition rate and the
chemical composition of the film (s. Chap. 10). It was shown that at the initial growth
regime, with decreasing initial pressure, an increase in the deposition rate is expected.
In turn the diffusion length decreases. Moreover, pressure-induced changes in the chemi-
cal composition are expected with time, since the pressure additionally varies with time.
With decreasing pressure, the C content in the film increases. C-induced re-nucleation
leads to a smoothening of the film with time.
Based on these results, growth models for different initial pressures p0 are proposed,
which are presented in Fig. 11.7.
At high pressure, the deposition rate is strongly reduced. In addition, due to the high
pressure in the beginning, the C-content in the film is low.
Both lead to a larger distance between two nuclei and hence to a formation of large islands
[Mah09]. Moreover, due to the low C-content, a high roughness is expected as shown in
Chap. 10.
This is in good agreement with the results of the sample grown at low pressure conditions
(presented in Chap. 10). Here a smoothing of the film was observed. In literature usu-
ally a increase in roughness with film thickness is reported. This is not the case for this
sample, since the interface layer has a high roughness.
At medium pressure, the diffusion length is shorter than at high pressure due to the
enhanced deposition rate [Zha97]. Since the initial pressure is lower, the C content in
the beginning is higher. Smaller islands are formed. When the pressure drops below
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p > 0.3 Pa, the growth equals the deposition at the steady growth regime.
At low initial pressure, the deposition rate is high. In turn, the diffusion length
is strongly reduced [Zha97]. Additionally the C content is high from the beginning.
Small islands are formed. Due to the high C-content, fast re-nucleation happens. When
p < 0.3 Pa, steady growth conditions are reached.
In this chapter, it was shown that the in situ measurements are very sensitive to changes
during the microstructure formation in the initial growth regime. For gaining a funda-
mental understanding, how changes in the film formation influences the behavior of the
in situ curve, simulations are performed in the following chapter.
12 Simulation of in situ X-ray reflectivity
measurements
The in situ measurements during the initial state were strongly influenced by the film
formation (s. Chap. 11). For gaining a better understanding, how the in situ XRR
curves are related to the microstructure formation, simulations are performed. As the
experimental results showed, the microstructure formation in the initial growth cannot
be easily described as a layer system during the growth. Changes in the microstructure
below the growth front e.g. due to diffusion processes are expected.
For a fundamental understanding of changes in the temporal specular intensity, simu-
lations of the in situ data at the initial growth were performed. For this, an approach
developed in framework of the bachelor thesis of Jochen Gemmler [Gem12], was followed.
For the description of the initial microstructure formation, a growth model was developed,
which serves as a basis for in situ XRR simulations.
Simulation parameters were changed systematically and set in relation to calculated in
situ XRR curves. Finally, the results of the simulations were compared with the experi-
mental data, presented in Chap. 11.
12.1 Growth model
For gaining a fundamental understanding of different growth behavior, a 2D growth model
was used. TEM images indicated an elongated fiber structure. Therefore here the fol-
lowing model was used: islands grow on top of the Si substrate and increase in size with
deposition time.
Half-ellipsoid shaped islands were chosen as presented in Fig. 12.1. This model simplifies
the complex growth in the initial regime. However, it allows the investigation of e.g.
temporal roughness changes.
For the analytical description of the model, the time-dependent axis a(t) of the half-ellipse
is directed perpendicular to the growth direction z, the axis b(t) parallel to z.




















Figure 12.1: Scheme of the two-dimensional islands with an half-ellipsoid shape using









Figure 12.2: Scheme of the calculation of the density profile of the islands. (a) Slicing of
the growth model into virtual slices. (b) Corresponding δ-profile.
The axes a(t) and b(t) are related by
b(t) = a(t)γ. (12.2)










where 0 < ε < 1 is the eccentricity, which defines the deviation of the ellipse from a
circle (ε = 0).
For γ < 1, the islands are larger in height than in width. For γ > 1, the opposite behavior
is found.
The area A(t) of the islands is time-dependent:
A(t) = 1/2 π a(t)2 γ, (12.4)
Up to a given point t = tmax, at each time t = tj , the area of the islands increases by
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∆A(t), which is determined by the deposition rate FD:
A(tj+1) = A(tj) + ∆A(tj+1). (12.5)






When the islands touch, which is the case for a(t) = L2 , the shape of the islands is kept
unchanged. A closed layer is formed (s. Fig. 12.1 (c)).
In case of a constant area increase A(t) = ∆A t = FD L2 t, the following relation for ttouch












For the calculation of the in situ XRR measurements, the geometric growth model
needs to be converted into a time-dependent density profile. For that, at each chosen
time-step tj , the model is sliced in j virtual layers with the thickness ∆z as shown in Fig.
12.2 (a). Each virtual layer contains the areas A1(j) of the material with the refractive
index n1 and A2(j) of vacuum with n2=1. The average refractive index < n >j of each








This results in a density profile as shown in Fig. 12.2 (b).
For the creation of the density profile, tj and ∆z were chosen such a way that a smooth
δ-profile was achieved.
Due to the simplicity of the model, the maximum height zmax(t), the rms-roughness
σ(t) and the surface coverage S(t) can be described analytically, expressed by L, γ and
FD. This allows later the derivaion of the scaling behavior depending on the distance L
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and the shape γ of the islands.
For a simpler representation of the formulas, the above-mentioned properties are expressed
by a(t), which will be replaced in the following sections by Eqn. 12.6 for the determina-
tion of the scaling behavior.





















+ FD L2 (t − ttouch) for t ≥ ttouch,
(12.10)
where Θ is the Heaviside function.
The maximum height zmax(t) at each time step of the model is given by
zmax(t) =
{
γ a(t) for t < ttouch
L
2 γ + FD
L
2 (t − ttouch) for t ≥ ttouch.
(12.11)
For the calculation of the mean height < z(x,t) >, the integration range in x-direction
was performed in the interval [0,L/2] (s. App. 13.4).






L for t < ttouch
π
8 L γ + FD
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2 t for t ≥ ttouch.
(12.12)





























)2) for t ≥ ttouch.
(12.13)
Another important characteristic which is discussed here is the surface coverage S(t),




L for t < ttouch
1 for t ≥ ttouch
, (12.14)
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In the following, the influence of the distance L, the shape γ, and the growth rate FD
of the islands on the in situ measurements is investigated. The scaling behavior of these
parameters is analyzed and related to calculated in situ XRR curves.
12.2 Influence of the distance L of the islands
In this section, the influence of different distances L of the islands on the in situ XRR
curves is investigated. By changing the distance L the influence of different diffusion
behavior is investigated [Zha97].
In the initial growth stage on a flat surface, the diffusion coefficient determines the average
distance an ad-atom will have to travel before meeting another ad-atom and forming a
new island.
For this investigation, the other simulation parameters are kept constant. The choice of
FD = 0.215 nm/s was adapted to the experimental determined values of Chap. 10.
For the shape of the islands γ = 0.44 was chosen.
Fig. 12.6 presents the distribution of the islands for different distances L.
Since the deposited material is distributed to all nucleation sites, the size of the islands
increases with larger distance L. This in turn delays the moment ttouch. Taking Eqn.12.8
into account, ttouch ∝ L.
In the following, the changes in zmax(t), σ(t), and S(t) with time and distance L are
presented.
Fig. 12.4 presents the simulated maximum height zmax(t) for L = 5,30, and 60 nm. The
behavior of zmax(t) is similar for all L. In the beginning, the height increases fast. Then,
the slope decreases slightly up to t = ttouch. For t≥ ttouch, a linear increase is found.
The slope of the curve is identical for all distances L. However with increasing L, the
maximum thickness increases.
For the maximum height zmax(t) the following scaling behavior with L is found:
zmax(t) ∝
{
L1/2 for t < ttouch
const. for t ≥ ttouch
, (12.15)
Fig. 12.4 (b) shows the time-dependent roughness for the different island distances.
When the islands start to growth, the roughness increases up to a maximal roughness.
Then the roughness decreases, when the islands grow closer together. For t > ttouch, the
roughness stays constant. With increasing L the film has a higher roughness.
Using Eqns. 12.13, the roughness σ(t,L) can be expressed by:
σ(t) ∝
{√
L3/2 − L for t < ttouch
L for t ≥ ttouch
. (12.16)
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l=30 nm
l=  5 nm
l=60 nm
Figure 12.3: Distribution of the islands for different distances L = 60 nm, 30 nm and 5













































Figure 12.4: Time-development of (a) the maximum thickness zmax(t), (b) roughness σ(t)
and (c) surface coverage S(t) for L = 60 nm, 30 nm and 5 nm. The moment ttouch, when
the islands touch is indicated by black arrows.
The behavior of S(t) is presented in Fig. 12.4 (c) for L = 5, 30, and 60 nm. With
increasing L, the surface coverage is lower. Since for larger L, ttouch is delayed, a total






























Figure 12.5: Calculated in situ XRR measurements of the growth models at fixed depo-
sition rate ∆F=0.215 nm/s and fixed shape (γ = 0.44) considering different distances L of
the islands. The arrow denotes the moment ttouch, when the islands touch. The curves are
all shifted by a constant value for better comparison.
coverage of the surface is delayed, too. The surface coverage S(t) scales with L by:
S(t) ∝
{
L−1/2 for t < ttouch
const. for t ≥ ttouch
, (12.17)
In situ XRR curves were calculated for the described layer model. The substrate was
introduced by adding two additional layers, the Si substrate and the SiOx layer. The
values for thickness, roughness and mean electron density were taken from Chap. 10.
The results of the calculation are presented in Fig. 12.5.
Independent of the chosen distance L, regular oscillations with constant period and am-
plitude are visible for t > ttouch. ttouch is denoted by an arrow in Fig. 12.5.
Oscillations with first decreasing, then increasing period are visible. This can be under-
stood by the behavior of zmax(t) presented in Fig. 12.4 (a). First zmax(t) increases fast.
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This results in a high thickness increase and hence to long period lengths. Shortly before
the islands touch, the slope of the maximum height is reduced. The thickness increase
is slower, leading to shorter period lengths. For t ≥ ttouch, zmax(t) is a linear function.
The film increases with constant growth rate. The period of the growth oscillations is
constant.
Hence, the two growth regimes can be directly distinguished in the in situ data.
Additionally, the amplitude and the mean value of the in situ curve depends on the
distance L.
For L = 1 nm and L = 5 nm, the intensity increases at the beginning. For larger L, the
intensity decreases. In Chap. 8, it was shown that an intensity increase is expected if
the film density has a higher optical density than the substrate. For the here discussed
material system, this is the case for S(t) > 0.5.
This observed change in the simulated intensity is related to the surface coverage, which
is larger than 50 % for L < 5 nm (s. Fig. 12.4 (c)).
Comparing the amplitudes, a systematic decrease in intensity is visible with increasing L.
This corresponds to the increase in roughness with larger L (s. Eqn. 12.16).
By changing the distance L, the influence of the diffusion behavior on the in situ XRR
was investigated. Changes in the period and the amplitude were related to the distance
L. As a next step, the influence of the shape on the in situ XRR curves is investigated.
This is presented in the next section.
12.3 Influence of the shape of the islands
For investigating the influence of different shapes on the in situ XRR curves, γ was
systematically changed. The other parameters were kept constant. As distance L of the
islands 30 nm was chosen.
In Fig. 12.6, islands with different shapes γ are presented: γ = 0.44, γ = 0.87,γ = 1, γ =
1.15, and γ = 2.29. As can be seen, the height/width ratio of the islands decreases from
left to right. Hence with increasing γ, ttouch is delayed. For ttouch the following relation
with γ is found: ttouch ∝ γ (s. Eqn. 12.8).
Fig. 12.7 presents the simulated maximum height zmax(t), σ(t) and S(t) for γ = 0.44,
γ = 1, and γ = 2.29.
Comparing Fig. 12.7 with Fig. 12.4, the general shape of the curves is as before. In case
of γ = 2.29, the constant regime is not reached. This is related to the fact that ttouch is
larger than the simulated time range.




Figure 12.6: Islands with different shapes defined by γ = 0.44, γ = 0.87,γ = 1, γ = 1.15,
and γ = 2.29 at the same deposition time t. The distance L = 30 nm is kept constant.
The same scaling behavior for γ as for L is found:
zmax(t) ∝
{
γ1/2 for t < ttouch
const. for t ≥ ttouch.
(12.18)
Hence with increasing γ, the maximum height increases.






γ3/2 − γ for t < ttouch
γ for t ≥ ttouch.
(12.19)
As in the case of different distances L, the roughness increases with increasing γ.
The surface coverage S(t) is related to γ by
S(t) ∝
{
γ1/2 for t < ttouch
const. for t ≥ ttouch
. (12.20)
With increasing γ, the surface coverage decreases. This is a result of the smaller widths
of the islands for larger γ.
In Fig. 12.8, the calculated in situ XRR curves are presented.
The same behavior for the in situ simulations is found as in case of changing L. Indepen-
dent of γ, regular oscillations with constant period and amplitude are visible for t > ttouch.
The period of the oscillation increases up to t = ttouch.
The calculation show, that the damping of the oscillations decreases with increased γ.
This is a result of the higher roughness of the film at lower γ.
For all in situ measurements, the intensity decreases in the beginning. This can be at-
tributed to the low surface coverage for all islands at the constant L = 30 nm.
By changing either the shape γ or the distance L of the islands, the same scaling be-
havior is found. Hence the observed changes in the here presented in situ XRR curves
are related to different shapes or distances of the islands.














































Figure 12.7: Time-development of (a) the maximum thickness zmax(t), (b) roughness σ(t)
and (c) surface coverage S(t) for γ = 0.44, γ = 1, and γ = 2.29 at a fixed distance L =
30 nm. The moment ttouch, when the islands touch is indicated by black arrows.
This indicates that for a clear statement in case of experimental data, the use of comple-
mentary methods is necessary.
As a next step, the influence of time-dependent deposition rate are investigated in the
next section.






























Figure 12.8: Calculated in situ XRR measurements of the growth models at fixed deposi-
tion rate ∆F=0.215 nm/s and fixed distance L = 30 nm with different shape (defined by γ)
of the islands. The curves are all shifted by a constant value for better comparison.
12.4 Influence of the deposition rate
In the two previous section, the influence of L and γ on the in situ data was presented. In
both studies, the deposition rate was constant. ∆F = 0.215 nm/s was chosen. This value
corresponds to the deposition rate determined for VC1−x for an applied power of 200 W
and very low pressure conditions of p=0.2 Pa (s. Chaps. 9 and 10). The deposition rate
however can change in time during the initial sputter deposition.
For the investigation, how a time-dependent deposition rate influences the in situ XRR
curve, the power-, pressure- and time-dependent deposition rate F (t,p0) were used (s.
Fig. 11.3).
The distance L = 30 nm and the shape γ = 0.44 were kept constant.
The calculated in situ XRR curves are presented in Fig. 12.9. For comparison, a simu-
lated curve using a constant deposition rate is presented (black line).
At a constant deposition rate, the film forms a closed layer after t > 50 s. Due to the
new applied deposition rate, this moment in time shifts with increasing pressure. The


































Figure 12.9: (a) Fnew(p,P,t) for the three different pressure conditions. For comparison
the constant rate is indicated by black line. (b) Simulated in situ XRR curves with the
different Fnew(p,t). L = 30 nm and ε = 0.9 are kept fixed. For comparison, the simulated in
situ curve at a constant deposition rate ∆F = 0.215 nm/s is additionally presented. ttouch
is indicated by black arrows. The curves are shifted for better comparison.
moment, when the period of the oscillations is constant, delays with increasing pressure.
12.5 Comparison with the experimental data
Depending on the initial pressure, different characteristic features of the experimental in
situ data were observed (s. Fig. 11.1). Although the here presented growth model bases
on a simple island model, some characteristic features could be reproduced:
Changes in the period τ were observed in the in situ XRR measurements. However, when
the steady growth regime was reached, periods with constant τ were identified.
The simulations showed that when the islands grow in size, growth oscillations with vary-
ing period length are observed. When a closed film is formed, the period of the oscillations
is constant. Hence, by investigating the period length, different growth regimes can be
directly distinguished.
An increase in intensity in the experimetal data at the beginning of the sputter pro-
cess was observed. Considering the layer model, a higher density of the growing film is
expected (s. Chap. 8). The simulations based on the growth model showed, that an
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intensity increase in the beginning occurs, if the surface coverage is higher than 50 % for
the here presented material system. This indicates, that independent of the pressure, in
the beginning of the sputter process, the Si substrate is covered by at least 50 % of VC.
This characteristic feature allows a instant feedback of the nucleation behavior.
However, not all characteristic features could be reproduced: The experimentally observed
increase in the mean value at low and medium initial pressure was not observed in the
simulations. This is due to the simplified model. The model does not allow any changes
in roughness, when a closed film is formed. Moreover, does not cover any inter diffusion
process of the islands and neglects completely the influence of composition-induced re-
nucleation processes.
Nevertheless, some characteristic features of the in situ curve were already reproduced.
This confirmes, that the film formation in the initial growth regime cannot be described
by a simple layer model, as determined by post-growth XRR measurements. During the
initial growth, changes in the in roughness, density and thickness influence strongly the
in situ XRR data. Therefore simulations based on growth models are neccessary for a
deeper understanding.
12.6 Summary
In this chapter, the influence of the microstructure formation during the initial growth
regime on the in situ XRR curve was investigated. Therefore, simulations based on a 2D
island model were performed.
The distance L, the shape γ and the deposition rate FD were systematically changed.
The models were used for the calculation of in situ XRR curves.
Scaling laws for the maximum height, roughness and the surface coverage were determined
- depending on L and γ. The same scaling behavior was found. This indicates, that
microstructural changes due to different shapes or distances of the islands can not be
distinguished. Hence, investigations of the microstructure using complementary methods
is necessary.
A comparison with the experimental data showed, that simulations based on a simple
growth model can already reproduce characteristic features of the in situ XRR. The here
presented approach allowed gaining insight in the fundamental understanding of in situ
XRR curves during complex growth conditions.

13 Tailoring the microstructure
The growth of multilayer thin films is a well-known method to tailor the optical, tribolog-
ical and mechanical properties of a material. For hard coating materials, the fabrications
of multiphase crystalline/amorphous multilayer systems are an interesting option to en-
hance the hardness of the coating [Stu09].
Multilayer systems are usually grown by alternating layers with different chemical com-
position, resulting e.g. in different average densities of the two layers (s. Chapter 2).
As shown in chapter 11, the growth conditions can influence the average density of a layer.
By the controlled variation of the deposition parameters, a multilayer systems might be
formed during the deposition using only a compound target. Moreover, it should be
possible to observe the growth of multilayer systems directly by the temporal changes
in the intensity. This approach is presented in this chapter. The influence of periodic
interruptions of the growth process on the microstructure is monitored by in situ XRR
measurements. The grown film is investigated by angle-dependent XRR measurements
and TEM analysis.
13.1 Periodic interruption of the growth process
If the growth takes place already during the high pressure regime in the beginning of the
deposition, an interface layer is grown (as shown in Chapter 11). Hence by sequentially
repeating this growth procedure, a multilayer structure might be achieved.
In situ measurements are very sensitive to changes in the electron density (s. Chap. 11).
The growth of a multilayer system should be directly observed by the changes in the
intensity. Hence, during the deposition, the microstructure formation was monitored by
in situ XRR measurements.
In Fig. 13.1 the time-dependent changes of the specular intensity during the whole de-
position time of 200 s is shown. The experimental data, measured during the deposition
periods 2,5,6, and 7 are presented.
The in situ measurements for each deposition period are very similar. The periodic signal
indicates already the successful growth of a multilayer structure.
Comparing the period τ of the growth oscillations, an identical behavior is found. How-
ever, slight differences in the amplitude and the mean value are visible.
Especially in the first 20 s of the deposition period 1, the intensity of the in situ curve
increases fast. For the later deposition periods, a decrease in intensity is visible.
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Figure 13.1: Stationary measurements during the (a) first deposition, (b) second depo-
sition and (c) deposition periods 5-7. The in situ XRR data of the first deposition is pre-
sented in (b) for better comparison. The in situ data of the 5th deposition is presented in
deposition period 6 and 7 for better comparison. The mean value is shown by red lines.
This can be explained by the fact, that the first period is deposited on the silicon
substrate. As shown in Chap. 11, the intensity in the beginning is influenced (1) by
the surface coverage of the VC1−x/a-C film and (2) by the higher electron density of
VC1−x/a-C compared to the Si substrate.
The later periods are grown on top of VC1−x/a-C film. If growing a less dense layer on
top of a more dense layer, a decrease in intensity is expected (s. Chap. 8). This indicates,
that an interface layer is grown, which has a smaller electron density.
Comparing only the deposition periods larger than 2, the in situ XRR curves for the
later periods are very similar. Not only the period of the growth oscillations is identical,
additionally the amplitude and the mean value are comparable. This supports the inter-
pretation, that the changes in the in situ curve for the depositions are mainly due to the
different underlying layer.
When the deposition process is stopped, the intensity stays first constant. 60 s before the
next plasma ignition, the intensity decreases first very slowly, then a slight decrease in
intensity is visible.
This is related to the period of time, when the Ar gas is let in the chamber. However,








































Figure 13.2: Line profiles of the intensity at different deposition times during the growth
of LP-a(2.5)
this decrease in intensity is not observed for the first period. This might be related to Ar
physiosorption on the grown VC1−x/a-C film, which is different for Ar to Si.
[Jan07] investigated the physiosorption of Ar in transition-metal-doped silicon clusters.
They showed, that Ar complexes are only formed at positions of transition metals atoms
by van-der-Waals binding. No binding of Ar was observed in case of pure silicon. They
showed, that physiosorbed Ar changes the morphology of the film. The roughening of the
layer might explain the decrease in intensity.
In summary, the in situ XRR measurements for all deposition periods are similar. Slight
changes in the amplitude are visible for the first deposition period. This can be explained
by the fact that this deposition period is deposited on the Si substrate.
In the diffuse scattering, characteristic features are observed if measuring a multilayer
structure with correlated roughness (s. Chap. 3). In the following, it will be shown, that
monitoring the diffuse scattering during a multilayer growth gives instant feedback of an
successful periodic modulation of the microstructure.
The used 2D PILATUS detector measured besides the specular beam directly the diffuse
scattering (s. Chap. 5). For the presentation of the diffuse scattering, time-dependent
reflectivity maps were generated.
From each PILATUS images, a line profile of the intensity was extracted for each time
step. Fig. 13.2 presents various line scans at different deposition times.
The specular beam is located at αfix =1.6°. Characteristic features in the diffuse scat-
tering are observed (s. Chap. 3). The Yoneda wing appears at αf =αc and gives a direct
measure of the electron density. It is located around αf ≈ 0.225°. This corresponds well
to the expected value of αc of the VC1−x/a-C thin film (s. Chap. 10).
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Figure 13.3: In situ XRR maps during the (a) first deposition, (b) second deposition and
(c) deposition periods 5-7. The bending of the stripes is denoted by black lines.
In the angular range between the Yoneda wing and the specular beam, fringes appear.
The fringes in the diffuse scattering occur if the roughness of the coating and the substrate
are correlated. They are related to the thickness of the film. With increasing thickness,
the period of the fringes decreases.
The experimental data are summarized in a matrix, where each column corresponds to
one line profile, each row to one time step.
The time-dependent XRR map during the first deposition period is presented in Fig. 13.3
(a). The intensity is presented in logarithmic scale. The colorscale was chosen in order
to enhance the diffuse scattering. Hence, the much more intense specular beam appears
only as a red bar.
Stripes in the diffuse scattering are visible, which bend with deposition time. They cor-
respond to the above-mentioned thickness oscillations. The bending of the stripes is a
result of the decrease in the period of the fringes with increasing deposition time. The
Yoneda wing shifts to higher values at the beginning of the deposition. This corresponds













Figure 13.4: Scheme of the diffuse scattering map for a multilayer system with correlated
roughness in angular space. The detector in the here used experimental setup cuts the re-
ciprocal space (denoted by black dotted line).
to the growth of the much more dense VC1−x/a-C film on the silicon substrate.
In Fig. 13.3 (b) and (c), the in situ map measured during the second and the 5-7th
deposition period are shown.
The in situ XRR maps of the periods beyond the first deposition show the same bending
of the stripes (black lines). However, the intensity along the streaks is modulated. With
increasing number of deposition, these peaks are more and more intense and pronounced.
For multilayer systems with correlated roughness of the layers, intensity stripes are
visible in the diffuse map at the multilayer peak position of the specular beam (s. Chap.
3).
The line scans used for the generation of the in situ maps correspond only to a cut
through reciprocal space. This is schematically shown in Fig. 13.4. The peaks visible in
the stripes are hence related to the cut through the sheets of resonant diffuse scattering.
Their position and width is determined by the location of the multilayer peaks in the
specular position.
With increasing number of multilayer periods, the intensity of the resonant diffuse scat-
tering increases. Hence the observed modulation of the stripes is related to multilayer
peaks.
Furthermore, for all depositions, a shift of the Yoneda wing to higher angles is observed.
For the first deposition, this is explained by the deposition of the more dense VC1−x/a-C
on Si substrate.
For the later deposition, -as indicated by the observations of the specular reflected beam-,
the interface layer has a smaller electron density compared to the following film. This
leads to shift of the Yoneda wing from smaller to larger angles.
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In summary, monitoring the diffuse scattering gives instant feedback of the periodic
modulation of the microstructure.
In this experimental setup, not the entire reciprocal space is measured. However, this is
not necessary, since the cut through the reciprocal space gives the directly the desired
information: The direct visualization of the multilayer peaks, which increase in intensity
with the number of deposition period. This allows instantaneously the conclusion, that
a period structure was successfully grown. This was done by a simple deposition process
using only one target.
The successful growth of a multilayer structure is additionally proved by angle-dependent
XRR measurements and HRTEM analysis. This is presented in the next section.
13.2 Confirmation of the multilayer structure after deposition
The temporal changes in the diffuse scattering showed unequivocally the existence of a
multilayer structure. In this section, angle-dependent XRR measurements and a HRTEM
analysis are presented to emphasize this statement.
Angle-dependent XRR measurements after single deposition periods were directly per-
formed after the deposition. Fig. 13.5 compares the measurements after the first, second,
seventh, and tenth deposition period. The characteristic peaks in an XRR measurement
of a multilayer structure are visible after the second deposition. They are denoted by the
black dashed lines in Fig. 13.5 (a). Highlighted regions of the measurements are presented
in Fig. 13.5 (b).
The angular spacing of those multilayer peaks depends on the thickness of the individ-
ual layers. For the first seven deposition periods, these multilayer peaks are located at
the same position as the Kiessig fringes after the first depositions. This indicates, that
the individual layers are similar. However after 7 depositions, a broadening of multilayer
peak is observed. After 10 depositions a slight shift in the multilayer peak positions is
visible for larger qz > 0.25Å−1 . Both indicates that the multilayer system is not perfectly
periodic.
Besides the multilayer peaks, oscillations arising due to the interference of the total thick-
ness of the film with the substrate are visible (s. Fig. 13.5 (b)).
For multilayer systems with n > 2 bilayers, n − 2 oscillations due to the total thickness
between the multilayer peaks positions are expected [Pie04, AN11]. However, this is not
observed in case of the XRR measurement after the seventh and tenth deposition period.
For a better understanding of the measurements, simulations were performed.
In Fig. 13.6 (a) the angle-dependent XRR measurements and their simulations after the
1st, 2nd,7th and 10th deposition period are presented.
For the simulations, a layer system was used. The input parameters are given in Tab.































































Figure 13.5: (a) Reflectivity measurements (color) and their simulations (black lines) af-
ter the deposition periods 1,2,7, and 10. (b) Highlighted region of the XRR measurements
and their simulations. The multilayer peaks are indicated by black dotted lines. The curves
are shifted for better comparison.
Layer D σ ρe
[nm] [nm] [g/cm3]
Period 1
I 8.10 0.57 4.68
II 28.50 0.36 5.10
Period 2-10
I 7.50 0.50 4.68
II 28.50 0.36 5.10
III 0.80 0.10 2.90
Table 13.1: Thickness D, roughness σ and electron density ρe for the different layers, used
as input for the simulation of the XRR measurements.
13.1.
As a first approach, a 2 layer system (layer I and layer II) was used to fit the XRR re-
flectivity measurements using the results of Chap. 11. This bilayer system was repeated
taking into account the number of deposition periods. In Fig. 13.6(a), the simulated
curve after the 7th growth period based on this model is shown in black. The experimen-
tal data is presented as red curve. As can be seen, the agreement of experimental data
and simulation is not good. A weak peak intensity is visible
For achieving good agreement with the experimental data, a third layer (layer III) was
introduced at the interface between the high density layer II and the low layer I. Layer
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Figure 13.6: (a) Experimental Data of the XRR measurements after deposition period
7 (red curve). Simulated XRR curve without layer III (black curve) does not agree well
with the experimental data. Simulated XRR curve without considering the resolution. All
n − 2 Kiessig fringes due to the total thickness are resolved. (b) δ−profile based on the
simulation input. The individual layers are highlighted by color (Si substrate+SiOx:gray,
Layer 1: green, Layer 2: orange, Layer 3: white)
III has a very low density and a thickness below 1 nm.
For achieving a good agreement with the experimental data, the thickness of layer I was
reduced for the periods 2-10. This might indicate that layer III grows on expense of the
layer I.
The simulations including a third layer lead to a good agreement with the experimen-
tal data. However, after 7 deposition periods, the multilayer structure is not perfectly
modulated. This leads to a slight deviation between data and simulation, since a period
modulated layer system was used for the fitting.
The experimental data showed, that not all oscillation due to the total thickness of the
film are resolved. Therefore, the simulations were repeated, considering no resolution
element (s. Fig. 13.6 (a), blue curve). As can be seen, without resolution n − 2 Kiessig
fringes are resolved. Hence, the missing oscillations are not only due to the slight devi-
ation of the period modulation, but additional due to the resolution of the experimental
setup.
In Fig. 13.6 (b) the δ-profile used for the fit of the 7th period is presented. As can be
seen, layer III leads to a sharp dip in the δ-profile.
Layer III might be a result a slight changes in the nucleation behavior. As mentioned be-
fore, the deposition periods 2-7 are grown on top of VC1−x surface and not on the silicon
substrate. Furthermore, the nucleation behavior might be influenced by the interruption
of the growth process. It might be related to a layer of incorporated Argon. The latter
would be in good agreement with the observations of the in situ XRR measurement. Here
a decrease in intensity was observed during the insertion of the sputter gas.
Fig. 13.7 (left) shows schematically the model of the multilayer for the total of 10
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Figure 13.7: Model of the multilayer structure based on the results of the XRR analysis
(left). TEM cross section of the multilayer after 10 periods (right). The different layers are
indicated in period 6 in the images.
deposition periods. Layer III is indicated by a white line.
The dark-field cross section image in Fig. 13.7 (right) proves the high quality of the
multilayer system. For period 6, the three layers are indicated in the image. Therefore
the thickness of the layers from the simulation input for the angle-dependent XRR was
used. The elongated nanocrystallites of layer II are clearly visible. Underneath, a bright
region around the layers I and III is visible.
As can be seen, the grain structure repeats periodically. By interrupting the deposition
process, the growth was restarted in the same way.
In summary, XRR and TEM measurements after the deposition confirmed the results
of the in situ analysis. By periodically interrupting the growth process, a multilayer
structure was successfully grown.
The interface layer were grown due to the variation of the gas pressure after plasma
ignition. The influence of the growth interruptions on the microstructure formation is
investigated in the next section.
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13.3 Influence of the growth interruption
In the previous section, the successful growth of a multilayer structure was presented.
For achieving a periodic modulation, the growth was intentionally interrupted. This rises
the question how the growth interruption influence the microstructure formation. There-
fore, another sample, gas-ML, was deposited. The pressure was modulated as before, but
without interruptions of the growth process.
In Fig. 13.8 the development of the working gas pressure (a), the in situ measurements
of (b) LP-a(2.5), the interruption multilayer, and (c) the in situ XRR of gas-ML, the
non-interruption multilayer, for the deposition periods 1-3 is presented. For better com-
parison, the time, at which the no deposition took place for the interruption multilayer,
is shaded in gray.
The in situ measurements of the non-interruption multilayer show a periodic behavior.
However, with increasing deposition period, the intensity decreases.
For the first 190 s, the sputter conditions for both samples are comparable. In both cases,
the in situ curve oscillate with the same period τ . The development of the mean value
is similar. The mean intensity of the non-interruption multilayer and the amplitude is
slightly higher, which is a result of the slight variation in the pressure in the beginning
(s. Chap. 11).
After 200 s, however, the deposition the interruption multilayer was interrupted. This is
not the case for the non-interruption multilayer. Here the deposition period is longer. It
includes an additional growth regime during the increase of the pressure.
In the following the changes of the in situ XRR curve during this additional growth period
are described (s. Fig. 13.8 (c)).
With increasing pressure, the amplitude decreases with time. A similar decrease in am-
plitude was found for the sample, grown at high initial pressure. This indicates a strong
increase in roughness of the film.
When the pressure is reduced, the amplitude increases again. However, the total intensity
is lower than for the first period. This indicates, that the multilayer structure is much
more rough compared to the interruption multilayer.
A similar behavior is found for the mean value, which changes inversely to the pressure.
Changes in the period τ of the single oscillations are observed during the pressure varia-
tions. For better visibility, this region is highlighted in Fig. 13.9 (a).
The period of each oscillation was fitted using a cos(ω t)-function (s. Chap. 9). The rate of
the thickness increase, FD, was calculated using Eqn. 8.8. The result is shown in Fig. 13.9
(b). At low pressure, FD = 0.216 nm/s corresponds to the expected value of the thickness
increase at 200 W DC Power (s. Chap. 9). With increasing pressure, FD decreased. With
decreasing pressure, FD increased again. When the pressure was sufficiently reduced at
t ≈ 400 s, the rate of the thickness increase was again at FD = 0.216 nm/s. This behavior
was visible for each deposition period.
Based on the Keller-Simmons formula (s. Chap. 1), the time- and pressure-dependent
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Figure 13.8: (a) Development of the working gas pressure of gas-ML and the first period
of LP-a (2.5). In situ measurements during the first three periods of LP-a(2.5) (b) and
gas-ML (c). The mean value is indicated by a green line. The minima of the growth oscilla-
tions are highlighted by dotted lines for better comparison for the first period.
changes in the deposition rate were calculated. The result is presented in Fig. 13.9 (b),
red dots. As can be seen, the development of the time-dependent deposition rate and
FD are similar. However, the deposition rate is much lower compared to the rate of the
thickness increase. This might indicate the growth of a porous film.
In addition to the in situ measurements, angle-dependent XRR measurements were con-
ducted after the 10th period, presented in Fig. 13.10 (a). For comparison, the XRR
measurement of the interruption multilayer after deposition period 10 is presented.
Also for the non-interruption multilayer, multilayer peaks are visible, indicating the peri-
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Figure 13.9: (a) Experimental in situ data during the variations of the gas. The ampli-
tude is strongly damped and the period of the oscillation is changing. (b) Estimated rate
of thickness increase from experimental data (black squares) and calculated deposition rate
(red circles) during the pressure variations. FD and the deposition rate decrease with in-
creasing pressure.
Layer D σ ρe
[nm] [nm] [g/cm3]
Period n=1
I(n) 8.10 0.57 4.68
II(n) 31.00 2.20 5.10
Period n =2-10
Ib(n) 23.30 (1.10 + n · ∆σ) 4.50
IIb(n) 28.20 (2.20 + n · ∆σ) 5.10
Table 13.2: Thickness D, roughness σ and electron density ρe used as input parameter to
simulate the angle-dependent XRR measurement of the non-interruption multilayer. The
roughness was increased by ∆σ =1Åfor each period n to account for the roughening of the
system.
odic modulation of the density (denoted by arrows in Fig. 13.10). The oscillations due to
the total thickness of the non-interruption multilayer are not so pronounced compared to
the interruption multilayer. Furthermore, the intensity of the non-interruption multilayer
decreases much faster than interruption multilayer.
Simulations of the angle-dependent XRR measurements were performed using a simple
layer system as model. The input values are presented in Tab. 13.2. For the choice of
the input parameters, the results of the analysis of the in situ measurements were used:
Since the growth of the first bilayer is comparable to the deposition period 1 of the inter-
ruption multilayer, the same values were chosen. The thickness of layer II was increased
due to the 20 seconds longer growth at low pressure conditions (s. Fig. 13.8). For the




























































Figure 13.10: Experimental data and best simulations of angle-dependent XRR measure-
ments of LP-a(2.5) and gas-ML after the deposition of the 10th period. The curves are
shifted for better comparison. (b) and (c) δ - profiles used for the simulation of the XRR
data for both samples.
following deposition periods, a two layer system was introduced (layers Ib and IIb). It is
assumed, that layer Ib grows during the high pressure, while layer IIb is deposited during
low pressure conditions.
Because of the high pressure, for layer Ib, a higher roughness σ = 1.1 nm was assumed.
The density of this layer was slightly reduced compared to layer I to achieve a better
agreement with the experimental data. By doing that, the slope of the curve was better
reproduced.
For layer IIb, the properties of the film were adapted to layer II. However, for the second
deposition already a higher roughness is expected, since the amplitude of the in situ curve
was strongly damped. Therefore, σ was increased to 2.2 nm for the second deposition
period.
For each period, σ of the layers Ib and IIb were increased by ∆σ = 1 Å to account for
the roughening of the system.
The resulting δ-profile is presented in Fig. 13.10 (b). The position of the critical angle,
the multilayer peaks, and the general shape of the XRR curve are well reproduced. How-
ever, the simulations do not fit perfectly the experimental data. Although main features
are reproduced, the here applied model is too simple to account for the microstructure
formation during the complex pressure variations. For comparison, Fig. 13.10 (c) presents
the δ-profile of interruption multilayer after the 10th period. The δ-profile is only iden-
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tical for the first deposition period with the one of the interruption multilayer system.
The thickness of the bilayer system of 52.6 ± 1 nm is larger than for the non-interruption
multilayer than 38 ± 1 nm for interruption multilayer (s. previous section). While the
δ-profile of the interruption multilayer showed sharp interfaces, the transition of the in-
dividual layers in case of the non-interruption multilayer is smoother.
In summary, by only tuning the gas flow, a multilayer system was successfully grown.
This shows, that the here presented multilayer structures are achieved by the controlled
variation of the pressure.
Compared to the multilayer structure, obtained by growth interruptions, the non-interruption
multilayer is much rougher. The interruptions of the growth process lead to a sharp in-
terface, since in this case, no deposition takes place during the pressure increase.
13.4 Summary & discussion
In this chapter, the successful growth of multilayer systems prepared by sputter deposi-
tion from one target was presented.
The growth was monitored by in situ XRR measurements. This allows the non-destructive
investigation of the variations of average density of the microstructure during growth.
In addition to the specular beam, temporal changes of the diffuse scattering were presented
in this chapter. Instantaneously, the successful growth of the multilayer was observed.
Due to the high sensitivity of this method, it can be applied to more complex systems,
e.g., a-periodic multilayer systems or gradient samples.
The periodic modulation of the microstructure was confirmed by XRR and TEM after
growth.
It was shown, that variations in the working gas pressure are the main driving force for
tailoring the microstructure. Interruption of the growth process leads to smooth layers,
while tuning of the gas flow results in a rough multilayer structure. This is related to the
additional deposition during the pressure increase in the chamber.
By the variation of the pressure, the C/V ratio is tuned (s. Chap. 11). This in turn
influences the texture, the roughness and the electron density of the film.
Most multilayer system reported in literature are grown by the alternation of layers of
different materials. However, few multilayer systems, where only one material system was
used, are found.
[Bul96] tried to achieve a Ti-N multilayer system using reactive sputtering from a Ti
target. The N2 flux was kept constant, the bias was systematically changed. Although
the films showed enhanced properties compared to a single layer, the multilayer structure
was not confirmed by SEM and XRR.
[Yoo96] claimed to have successfully grown a multilayer system by alternating the growth
temperature during deposition of a-Si:H. However, the multilayer structure was again not
confirmed.
13.4 Summary & discussion 143
Microstructural changes can be achieved by changing the deposition angle during the de-
position. Here, the density contrast is generated by dynamical shadowing growth. This
can lead e.g. to so called zig-zag, nanosprings or nanoball structures. This approach
has been successfully performed for several material system e.g. using Cu, Si and W
[Kar04], or Si [He11]. More successful approaches are found for diamond-like carbon sys-
tems. [Lai11] used two different deposition techniques in one chamber (RF-sputtering
and PACVD), to grow a multilayer structure. Although the multilayer structure was
confirmed by TEM, the entire deposition process is very complicated. By applying two
different deposition techniques, the chemical bonding of the C was switched from C from
1sp2(Soft Carbon)to 1sp3(Hard Carbon). The same mechanism (Soft Carbon ↔ Hard
Carbon) was exploited by [Li11]. By changing the bias during sputter deposition, the
microstructure of the layers was changed due to switching of the bonding of C. Due to the
different bonding, the microstructure is strongly affected, leading to the wanted density
changes.
The here presented multilayer systems were prepared by a very simple deposition process.
This growth procedure should be applicable to other material system, provided that (1)
the involved elements differ significantly in their mass and (2) phase separation can occur.
By using a monocarbide of a transition metal, this multilayer systems have a good adhe-
sion to a metallic substrate. This is not the case for pure C multilayers. Therefore the




In this work the film formation of V-C prepared was monitored by in situ XRR measure-
ments during sputter deposition from a compound target. For this the in situ measure-
ments were methodically optimized for application-relevant growth conditions, dealing
with high deposition rates and long deposition times. This method was used for the in-
vestigation of the influence of the DC power and the working gas pressure on the V-C
film formation.
As a first step, for optimization of the in situ XRR method, experimental data of
two measurement types during sputter deposition were collected under identical growth
conditions. It was shown that in situ measurements at a fixed position of the incidence
angle, so called stationary measurements, are a powerful tool to monitor the thin film
formation in case of high deposition rates. A theoretical description of in situ XRR data
was developed based on the Parratt algorithm and adapted to film growth.
This combined approach enabled a qualitative understanding of the period of growth os-
cillations and the envelope of the specular intensity. A direct relation between the rate
of thickness increase and the period was found. An explicit formula for the estimation of
the growth rate was derived. It was shown that changes in the amplitude of the growth
oscillations can be attributed to electron density and roughness changes of the film. How-
ever, it was found that the experimental resolution (beam divergence) more and more
affects the envelope of the measured data with increasing film thickness. A simple rule of
thumb depending only on the resolution element was derived in order to estimate a criti-
cal thickness above which this resolution effect has to be taken into account. Below this
critical thickness, the variations in the envelope can directly be related to microstructural
changes.
Taking the resolution element into account enables the online-interpretation of the mea-
sured intensity in terms of growth velocity, roughness and electron density changes. This
allows gaining insight into the instant response of the microstructure formation to growth
parameter changes occurring, e.g., during the deposition of complex gradient samples.
Further the theoretical framework developed in this work enables the detailed quanti-
tative analysis of the thickness, roughness and mean electron density changes based on
simulations of the growth model. This allowed the calculation of the in situ XRR curve
and comparison to the experimental data. A direct extraction of the parameters (thick-
ness, roughness and electron density) from the in situ data was possible for simple growth
processes, where changes only occur at the growth front. Here a layer model was used for
the simulations.
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For gaining a deeper understanding of more complex growth systems including microstruc-
tural changes in the buried layers simulations based on a growth model were performed.
As a second step, the optimized in situ technique was used to monitor the growth of
V-C films prepared by sputter deposition from a compound target. The influence of the
DC power and the working gas pressure on the film formation was investigated. For a
comprehensive understanding of the material distribution, the in situ results were sup-
ported by the use of complementary methods.
For investigating the influence of the DC power on the thin film formation, a time-saving
approach was successfully applied: The rate of the thickness increase was extracted from
the period of the growth oscillations at different applied DC powers. By doing so, it was
found that the rate of the thickness increase is proportional to the applied DC power.
HRTEM analysis and simulations of the sputter process indicated no significant changes
in the electron density of the film. This lead to the conclusion, that the thickness increase
of the coating is dominated by the increasing deposition rate due to higher DC power, and
not by microstructural changes. This result is in good agreement with the linear relation
between power and deposition rate found for single element targets.
Further, in situ measurements showed that the working gas pressure does not only influ-
ences the deposition rate, but also significantly changes the time-dependent development
of the roughness and electron density of the coatings. A reduced deposition rate was
observed at high pressure, which can be explained by the increased collision rate of the
sputtered particles in the gas phase.
Pressure-induced variations in the C/V-ratio of the films as implied by results of sim-
ulations of the sputter process, were confirmed by XPS measurements. The different
morphology of the films grown at high and low pressure can be explained by composition-
induced variations in the texture.
The results of the above-mentioned in situ studies were used to gain insight in the mi-
crostructure formation at fast varying deposition conditions. Changes in the initial growth
at different initial pressures were directly evidenced in the in situ XRR curves. A bilayer
growth was identified and confirmed by angle-dependent XRR measurements after growth:
The varying growth conditions lead to the growth of a bilayer system. It was found that
the interface layers grown on top of the Si substrate, differed in thickness, roughness and
electron density, depending on the initial pressure.
For a fundamental understanding of how the microstructure formation in the initial growth
regime influences the in situ XRR curve, simulations based on a 2-D growth model were
performed. Half-ellipsoid islands growing on top of Si substrates were chosen, since TEM
cross-section images indicated an elongated fiber structure. When the islands touch, a
closed film is formed. The shape and the distance of the islands, as well as the deposi-
tion rate, were systematically changed. It was shown that the shape and the distance of
the island influence the roughness of the system. This can be directly observed by the
strong damping of the amplitude of the in situ curve. When a closed layer is formed and
changes in the microstructure occur only at the growth front, the period of the oscillations
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is constant. This is not the case while the islands are still separated. Hence, in case of
island growth estimating the period of the oscillations during an in situ experiment can
give direct feedback about different growth regimes. Comparison with the experimental
data showed that already several characteristic features such as the oscillation period and
behavior of the amplitude could be reproduced by this simple model. For a more detailed
understanding, the simulations might be optimized by applying more complex models in
the future, which could include e.g. the temporal changes in the chemical composition of
the film.
The observed interface layer formation during the initial growth was exploited to inten-
tionally grow a multilayer system by the controlled variation of the deposition parameters.
The periodic modulation of the microstructure was achieved by subsequently interrupting
the deposition process. For investigating the influence of the growth interruption, another
sample was deposited, where only the pressure in the chamber was modulated. By doing
so, a second multilayer system was successfully grown. This proofs that multilayer struc-
ture is driven by the pressure-induced variations in the microstructure. Compared to the
multilayer structure obtained by growth interruptions, the non-interruption multilayer
was much rougher. The interruptions of the growth process lead to a sharp interface.
In this case, the growth was restarted in the high pressure regime. For production of
the multilayer structure, interruptions are favorable, since deposition during the pressure
increase in the chamber is avoided.
Besides the specular beam, by using a 2D detector, also the diffuse scattering signal
was simultaneously captured in real time. Observing the temporal changes in the diffuse
scattering gave instantaneously feedback of the successful growth of a multilayer structure.
In the future, the optimized in situ XRR method presented in this work can be applied
to gain insight in the film formation of almost any coating material, since it is independent
of the crystalline structure.
Moreover, due to the high intensity of the reflected beam, in situ XRR measurements can
also be performed using conventional X-ray laboratory sources. This makes this technique
very interesting as a versatile tool for material science in general.
Synchrotron radiation gives access to faster processes and simultaneously allows the mon-
itoring of the diffuse scattering signal. The diffuse scattering gives instant feedback of the
correlated roughness during the formation of the multilayer. Due to the high sensitivity
to the microstructural changes of this method, it can be also applied to more complex
systems, e.g. aperiodic multilayer systems.
Considering the experimental setup, a larger sample-detector distance might be used for
a better angular resolution (angular range covered by one pixel). This allows the better
extraction of the position of the Yoneda wing, which is directly related to the electron
density changes.
The here presented results concerning the material system V-C can be transferred to other
monocarbides of transition metals e.g. Ti-C due to their structural similarity.
Hardness, adhesion, and friction are important properties for applications. Those proper-
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ties should be investigated in the future, clarifying if they are enhanced for the multilayer
structure compared to single layers.
The very simple growth procedure for achieving a multilayer structure should be applica-
ble to other material systems, provided that the involved elements differ significantly in
their mass and phase separation can occur.
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Figure A.0: Scheme of the growth model. The integration range is indicated by a red box.
In this section, the calculations of the time-dependent maximum height and roughness
for the island model, depending on the distance L and shape γ are presented (s. Chap.
11).
For the calculations, the symmetry of the model was taken into account (s. Fig. A.0).
The integration range in x-direction was performed in all cases in the interval [0,L/2].





















+ FD L2 t for t ≥ ttouch
, (A.1)
where Θ is the Heaviside-function.
With Eqn. A.1 for t < ttouch, the mean height < z(x) > is calculated by:








































For t ≥ ttouch, the shape of islands is kept constant. For the mean height < z(x) > is
then given by (using Eqn. A.1):





































































Taking the results of the previous calculations, the rms-roughness
σ(t) =
√
< (z(x,t)− < z(x,t) >)2 > of the system can be calculated (s. Chap. 3).
For t < ttouch, σ(t) is calculated using Eqn. A.1 and the result of Eqn. A.2:
σ(t)2 =< (z(x,t)− < z(x,t) >)2 > (A.4)
























































































For t ≥ ttouch, σ(t) is calculated by using Eqn. A.1 and the results of Eqn. A.3:
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